AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT | L Contract ID Code Page 1 Of44

Fi rm Fi xed-Price

2. Amendment/M odification No. 3. Effective Date 4. Requisition/Pur chase Req No. 5. Project No. (If applicable)

0007 2004NOv24 SEE SCHEDULE

6. Issued By Code | Ws6HzV | 7. Administered By (If other than Item 6) Code

TACOM WARREN
ANBTA- AQ- ADEAF

DAVI D FORSGREN ( 586) 574- 6880
WARREN, M CHI GAN 48397- 5000

HTTP: / / CONTRACTI NG TACOM ARMY. M L

EMAI L: FORSGRED@ACOM ARMY. M L
SCD PAS ADP PT

8. Name And Address Of Contractor (No., Street, City, County, State and Zip Code) 9A. Amendment Of Solicitation No.
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9B. Dated (See Item 11)

2004APR09

I:' 10A. Modification Of Contract/Order No.

10B. Dated (See Item 13)

Code | Facility Code

11. THISITEM ONLY APPLIESTO AMENDMENTSOF SOLICITATIONS

The above number ed solicitation is amended as set forth in item 14. The hour and date specified for receipt of Offers

I:' is extended, isnot extended.

Offers must acknowledge receipt of thisamendment prior to the hour and date specified in the solicitation or asamended by one of the following methods:

(a) By completing items 8 and 15, and returning _2 _si gned  copies of the amendments: (b) By acknowledging receipt of thisamendment on each copy of the
offer submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR
ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERSPRIOR TO THE HOUR AND DATE
SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of thisamendment you desire to change an offer already submitted, such
change may be made by telegram or letter, provided each telegram or letter makesreference to the solicitation and thisamendment, and isreceived prior to the
opening hour and date specified.

12. Accounting And Appropriation Data (If required)

13. THISITEM ONLY APPLIESTO MODIFICATIONS OF CONTRACTSORDERS
It Modifies The Contract/Order No. As Described In Item 14.

A. ThisChange Order is|ssued Pursuant To: The Changes Set Forth In Item 14 AreMadeIn
The Contract/Order No. In Item 10A.

B. The Above Numbered Contract/Order |s Modified To Reflect The Administrative Changes (such as changesin paying office, appropriation data, etc.)
Set Forth In Item 14, Pursuant To The Authority of FAR 43.103(b).

C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of:

Lot

D. Other (Specify type of modification and authority)

E.IMPORTANT: Contractor I:' isnot, I:' isrequired to sign thisdocument and return copiesto the I ssuing Office.

14. Description Of Amendment/M odification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

SEE SECOND PAGE FOR DESCRI PTI ON

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as her etofor e changed, remains unchanged and in full force
and effect.

15A. Name And Title Of Signer (Typeor print) 16A. Name And Title Of Contracting Officer (Typeor print)
15B. Contractor/Offeror 15C. Date Signed 16B. United States Of America 16C. Date Signed
By
(Signature of person authorized to sign) (Signature of Contracting Officer)
NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83)

PREVIOUSEDITIONSUNUSABLE Prescribed by GSA FAR (48 CFR) 53.243



Reference No. of Document Being Continued Page 2 of 44
CONTINUATION SHEET
PIIN/SIIN W56HZV- 04- R- 0037 MOD/AMD 0007

Name of Offeror or Contractor:

SECTI ON A - SUPPLEMENTAL | NFORVATI ON
1. The purpose of amendnent 0007 to Request for Proposals (RFP) Ws6HZV-04- R-0037 is to:

a. Add CLIN 0011AD for one (1) each Punping Mdul es, and CLI N 0021AD for one (1) each Tank Racks to Section B for corrosion testing
as shown on the attached continuation sheets.

b. Change the narrative in Section B under Supplies/Services to reflect the addition of CLINS 0011AD and 0021AD as shown on the
attached continuation sheets.

c. Change the narrative in Section B for CLINS 0011AA, 0011AB, 0021AA, 0021AB under Supplies/Services to delete the requirenment for
| ong term packagi ng.

d. Delete the previous Section C narrative and replace with Section C narrative C002 as shown on the attached continuation sheets.

e. Change Section E to add paragraph E. 10 entitled "Corrosi on Managenent Plan and Exenption List.

f. Change Section L, Clause L.4.2.1 first colum of table YR 1 FAT quantities of Tank Racks and Punp Mddules to reflect the
addition of units for corrosion testing as shown on the attached continuation sheets.

g. Change the table in Section M Clause M4.1.1 to reflect the additional units for corrosion testing and to delete the quantities
for long term packagi ng.

2. Oferors shall provide acknow edgenent of receipt of amendnent 0007 to solicitation We6HZV-04-R- 0037 by enmil nessage to Dave
Forsgren (enmail: forsgred@acomarny.ml).

3. Al other terms and conditions of RFP Wb6HZV- 04- R- 0037 remai n unchanged.

*** END OF NARRATI VE A 008 ***
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CONTINUATION SHEET PIIN/SI [N VBGHZV- 04- R- 0037 MOD/AMD 0007
Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT

SECTION B - SUPPLI ES OR SERVI CES AND PRI CES/ COSTS

THIS IS A FIRM FI XED PRI CE (FFP) | NDEFI NI TE
DELI VERY | NDEFI NI TE QUANTITY (I1DIQ TYPE
CONTRACT.

CONTRACT DATA REQUI REMENTS ( CDRLs) SHALL NOT BE
SEPARATELY PRI CED.

kkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkk %

THE FOLLOW NG DEFI NI TIONS APPLY TO THE ENTI RE
SOLI CI TATI ON AND RESULTI NG CONTRACT:

BASI C CONTRACT (I NCLUDI NG OPTI ONS) ORDERI NG
PER D

FI RST ORDERI NG YEAR IS THE DATE OF BASIC
CONTRACT AWARD THROUGH 364 DAYS AFTER BASI C
CONTRACT AWARD.

SECOND ORDERI NG YEAR |'S 365 DAYS AFTER DATE OF
BASI C CONTRACT AWARD THROUGH 729 DAYS AFTER
BASI C CONTRACT AWARD.

THI RD ORDERI NG YEAR IS 730 DAYS AFTER DATE OF
BASI C CONTRACT AWARD THROUGH 1, 094 DAYS AFTER
BASI C CONTRACT AWARD.

FOURTH ORDERI NG YEAR IS 1, 095 DAYS AFTER DATE OF
BASI C CONTRACT AWARD THROUGH 1, 459 DAYS AFTER
BASI C CONTRACT AWARD.

FI FTH ORDERI NG YEAR IS 1,460 DAYS AFTER DATE OF
BASI C CONTRACT AWARD THROUGH 1, 824 DAYS AFTER
BASI C CONTRACT AWARD.

NOTE: THE PRI CE APPLI CABLE TO AN | NDI VI DUAL
ORDER | S THE PRI CE FOR THE CONTRACT YEAR I N

WH CH THE ORDER IS | SSUED. THE DELI VERY DATE OF
THE ORDER DCES NOT DETERM NE THE CONTRACT YEAR.

kkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkk %

SUPPLI ES OR SERVI CES AND PRI CES/ COSTS:

IN THE FOUR DIG T | TEM NUMBERS( CLI NS) THAT
FOLLOW ( EXCEPT OPTION CLIN 0150 - SEE NOTE
BELOW, THE NUMBERI NG SYSTEM THAT IS USED | S AS
FOLLOWS:

THE FIRST THREE DIG TS SIGNIFY | TEM AND THE
FOURTH (LAST) DIG T SIGNI FI ES THE APPLI CABLE
ORDERI NG YEAR, i.e., CLIN 0011 IS FOR THE FI RST
I TEM - FIRST ORDERI NG YEAR, CLIN 0012 IS FOR THE
FI RST | TEM -

SECOND ORDERI NG YEAR, CLIN 0013 IS FOR THE

FIRST I TEM - TH RD ORDERI NG YEAR, ETC.

NOTE: OPTION CLIN 0150 - DI STANCE LEARNING  THE
GOVERNMENT RESERVES THE RI GHT TO AWARD THI S
OPTI ON AT ANY TIME BEG NNING WTH THE | NI TI AL




CONTINUATION SHEET

Reference No. of Document Being Continued

PIIN/SIIN WB6HZV- 04- R- 0037 MOD/AMD 0007

Page 4 of 44

Name of Offeror or Contractor:

ITEM NO

SUPPLIES/SERVICES

QUANTITY

UNIT

UNIT PRICE

AMOUNT

CONTRACT AWARD THROUGH 1, 824 DAYS AFTER THE
BASI C CONTRACT AWARD.

L Y

THE | NFORMATI ON PRESENTED BELOW APPLI ES TO CLI NS
0011, 0012, 0013, 0014, AND 0015.

THE M NI MUM QUANTI TY CF PUMPI NG MODULES THAT
W LL BE ORDERED AT THE TIME OF THE BASI C
CONTRACT AWARD IS 6 EACH.  THI'S QUANTITY

I NCLUDES 3 EACH ON CLIN 0011AA, PLUS 2 EACH ON
CLIN 0011AB, PLUS 1 EACH ON 0011AD.

ONLY THE M NI MUM QUANTI TY OF PUWMPI NG MODULES | S
GUARANTEED.

THE MAXI MUM 5 YEAR QUANTITY OF PUMPI NG MODULES
IS 180 EACH. TH' S QUANTI TY | NCLUDES:

3 EACH ON CLIN 0011AA
2 EACH ON CLI N 0011AB
2 EACH ON CLI N 0011AC
1 EACH ON CLI N 0011AD
6 EACH ON CLI N 0012AA
34 EACH ON CLI N 0013AA
44 EACH ON CLIN 0014AA
ON

88 EACH CLI N 0015AA

P

THE | NFORVATI ON PRESENTED BELOW APPLI ES TO CLI NS
0021, 0022, 0023, 0024, AND 0025.

THE M NI MUM QUANTI TY OF TANK RACKS THAT WLL BE
ORDERED AT THE TI ME OF THE BASI C CONTRACT AWARD
1S 18 EACH  TH'S QUANTITY | NCLUDES 3 EACH ON
CLIN 0021AA, PLUS 14 EACH ON CLIN 0021AB, PLUS 1
EACH ON CLI N 0021AD.

ONLY THE M NI MUM QUANTI TY OF TANK RACKS IS
GUARANTEED.

THE MAXI MUM 5 YEAR QUANTI TY OF TANK RACKS IS
1550 EACH. THI'S QUANTI TY | NCLUDES:

3 EACH ON CLI N 0021AA
14 EACH ON CLI N 0021AB
14 EACH ON CLIN 0021AC

1 EACH ON CLIN 0021AD
42 EACH ON CLI N 0022AA

306 EACH ON CLIN 0023AA
378 EACH ON CLI N 0024AA
792 EACH ON CLI N 0025AA

kkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkkk %

CAUTI ON: OFFERORS MUST SUBM T OFFERS
ELECTRONI CALLY | N ACCORDANCE W TH
THE CLAUSE ENTI TLED "ELECTRONI C OFFERS
REQUI RED | N RESPONSE TO THI' S SCLI Cl TATI ON*
(FAR 52.215-4850). (SEE SECTION L PROVI SI ON)
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PIIN/SIIN W6HZV- 04- R- 0037 MOD/AMD 0007
Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
(End of narrative A001)
0011AA FI RST_ARTI CLE TEST (FAT) /PVT 3 EA $

NOUN:  PUMPI NG MODULES

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT
AWARD.

I.A W SECTION E OF THE SCLI CI TATI ON CONTRACT
ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL IN THEI R PROPCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
I'N THE ADJACENT COLUMNS. TH'S PRI CE SHALL

I NCLUDE CONTRACTOR SUPPORT OF GOVERNVMENT TESTI NG
I. AW PARAGRAPH C. 15 OF THE

SCLI CI TATI ON CONTRACT.

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEIR PROPOSED UNI T PRI CE AND TOTAL
PRI CE FOR SHORT- TERM PACKAG NG | N THE SPACE
PROVI DED BELOW

SHORT TERM PACKAG NG - 3 EACH
UNI'T PRI CE TOTAL PRI CE

(changed by anendnent 0007)

(End of narrative B001)

Packagi ng and Mar ki ng

PRESERVATI ON, PACKAG NG, PACKI NG, AND MARKI NG
SHALL BE |. AW SECTION D OF THE
SCLI CI TATI ON CONTRACT.

(End of narrative D001)

I nspection and_Accept ance
I NSPECTION: Origin ACCEPTANCE: Origin
Gover nment Approval / Di sapproval Days: 480

Deliveries or Perfornance

DELI VERY SCHEDULE FOR THESE | TEM5 | S SHOMWN | N
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Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT

THE FAT CLAUSE IN SECTION E

(End of narrative FO01)
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Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
0011AB | OT&E 2 EA $

NOUN:  PUWPI NG MODULES

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT
AWARD.

I.A W SECTION E OF THE SCLI Cl TATI ON CONTRACT

ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL I'N THEIR PROPOCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
I'N THE ADJACENT COLUWMNS. TH'S PRI CE SHALL

I NCLUDE CONTRACTOR SUPPORT OF GOVERNMENT TESTI NG
1. AW PARAGRAPH C. 15 OF THE

SCLI CI TATI ON CONTRACT.

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEI R PROPOSED UNI T PRI CE AND TOTAL
PRI CE FOR SHORT- TERM PACKAG NG I N THE SPACE
PROVI DED BELOW

SHORT TERM PACKAG NG - 2 EACH
UNI'T PRI CE TOTAL PRI CE

(End of narrative B001)

Packagi ng _and Mar ki ng

PRESERVATI ON, PACKAG NG, PACKI NG, AND MARKI NG
SHALL BE | . AW SECTION D OF THE
SCLI CI TATI ON CONTRACT.

(End of narrative D001)

I nspection _and Accept ance
I NSPECTION: Origin ACCEPTANCE: Origin
Cover nment Approval / Di sapproval Days: 480

Deliveries or Perfornance

DELI VERY SCHEDULE FOR THESE | TEMS | S SHOMN I N

THE I NI TI AL OPERATI ONAL TEST AND EVALUATI ON CLAUSE

I'N SECTION E OF THE SOLI ClI TATI ON CONTRACT.

(End of narrative FO001)
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Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
0011AD PUMP_MDDULE FOR CORROSI ON TEST 1 EA $

NOUN:  PUWPI NG MODULES

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT
AWARD.

ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL IN THEI R PROPCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
I'N THE ADJACENT COLUMNS.

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEIR PROPOSED UNI T PRI CE AND TOTAL
PRI CE FOR SHORT- TERM PACKAG NG | N THE SPACE
PROVI DED BELOW

SHORT TERM PACKAG NG - 1 EACH
UNI'T PRI CE TOTAL PRI CE

(added by anmendnment 0007)

(End of narrative B001)

Packagi ng and Mar ki ng

PRESERVATI ON, PACKAG NG PACKI NG AND MARKI NG
SHALL BE |. AW SECTION D OF THE
SOLI CI TATI OV CONTRACT

(End of narrative D001)

| nspection and Acceptance
I NSPECTION: Origin ACCEPTANCE: Origin
Cover nment Approval / Di sapproval Days: 480

FOB PO NT: Origin

DELI VERY SCHEDULE FOR THESE | TEMS | S SHOMN I N
SECTI ON F OF THE SOLI Cl TATI ON/ CONTRACT.

(End of narrative FO001)
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Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
0021AA FI RST_ARTI CLE TEST (FAT) /PVT 3 EA |$ $

NOUN: TANK RACKS

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT
AWARD.

I.A W SECTION E OF THE SCLI Cl TATI ON CONTRACT
ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL I'N THEIR PROPOCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
I'N THE ADJACENT COLUWMNS. TH'S PRI CE SHALL

I NCLUDE CONTRACTOR SUPPORT OF GOVERNMENT TESTI NG
1. AW PARAGRAPH C. 15 OF THE

SCLI CI TATI ON CONTRACT.

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEI R PROPOSED UNI T PRI CE AND TOTAL

PRI CE FOR SHORT- TERM AND LONG- TERM PACKAG NG | N
THE SPACE PROVI DED BELOW

SHORT TERM PACKAG NG - 3 EACH
UNI'T PRI CE TOTAL PRI CE

(changed by anmendnment 0007)

(End of narrative B001)

Packagi ng _and Mar ki ng

PRESERVATI ON, PACKAG NG, PACKI NG, AND MARKI NG SHALL
BE | . AW SECTION D OF THE
SCLI CI TATI ON CONTRACT.

(End of narrative D001)

| nspection and Acceptance
I NSPECTION: Origin ACCEPTANCE: Origin
Cover nment Approval / Di sapproval Days: 480

Deliveries or Perfornmance

DELI VERY SCHEDULE FOR THESE | TEM5 | S SHOMWN | N
THE FAT CLAUSE SET FORTH IN SECTION E OF THE
SCLI CI TATI ON CONTRACT.

(End of narrative FO001)
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Name of Offeror or Contractor:

ITEM NO

SUPPLIES/SERVICES

QUANTITY |UNIT

UNIT PRICE

AMOUNT

0021AB | OT&E

NOUN: TANK RACKS

AWARD.

I'N THE ADJACENT COLUMNS.

SOLI Cl TATI ON/ CONTRACT.

PROVI DED BELOW

UNI'T PRI CE

Packagi ng and Mar ki ng

SOLI Cl TATI OV CONTRACT.

I nspection _and Accept ance

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT

I.A W SECTION E OF THE SCLI Cl TATI ON CONTRACT
ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL I'N THEIR PROPOCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
TH' S PRI CE SHALL

I NCLUDE CONTRACTOR SUPPORT OF GOVERNMENT TESTI NG
1. AW PARAGRAPH C. 15 OF THE

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEI R PROPOSED UNI T PRI CE AND TOTAL
PRI CE FOR SHORT- TERM PACKAG NG I N THE SPACE

SHORT TERM PACKAG NG - 14 EACH
TOTAL PRI CE

(End of narrative B001)

PRESERVATI ON, PACKAG NG, PACKI NG, AND MARKI NG SHALL
BE I. AW SECTION D OF THE

(End of narrative D001)

I NSPECTION: Origin

ACCEPTANCE: Origin

Cover nment Approval / Di sapproval Days: 480

Deliveries or Perfornance

SOLI CI TATI OV CONTRACT.

DELI VERY SCHEDULE FOR THESE | TEMS | S SHOMN I N
THE FAT CLAUSE SET FORTH IN SECTION E OF THE

(End of narrative FO001)

14 EA ($
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Name of Offeror or Contractor:

ITEM NO

SUPPLIES/SERVICES

QUANTITY

UNIT

UNIT PRICE

AMOUNT

0021AD

TANK RACK FOR CORROSI ON TESTI NG

NOUN: TANK RACKS

FI RST ORDERI NG YEAR - DATE OF BASI C CONTRACT
AWARD THROUGH 364 DAYS AFTER BASI C CONTRACT
AWARD.

ATPD 2236B DATED 10 MAR 2004.

OFFERORS SHALL FILL IN THEI R PROPCSED UNI T PRI CE
AND AMOUNT FOR THI'S CLIN (M NUS PACKAG NG PRI CE)
I'N THE ADJACENT COLUMNS.

I'N ADDI TI ON TO THE ABOVE PRI CE, OFFERORS SHALL
FILL IN THEIR PROPOSED UNI T PRI CE AND TOTAL
PRI CE FOR SHORT- TERM PACKAG NG | N THE SPACE
PROVI DED BELOW

SHORT TERM PACKAG NG - 1 EACH
UNI'T PRI CE TOTAL PRI CE

(added by anmendnment 0007)

(End of narrative B001)

Packagi ng and Mar ki ng

PRESERVATI ON, PACKAG NG, PACKI NG, AND NMARKI NG
SHALL BE |. AW SECTION D OF THE
SOLI Cl TATI OV CONTRACT
(End of narrative D001)
Gover nment Approval / Di sapproval Days: 480
FOB PO NT:
DELI VERY SCHEDULE FOR THESE I TEMS IS SHOMN I N

SECTI ON F OF THE SOLI Cl TATI ON/ CONTRACT.

(End of narrative FO01)
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CONTINUATION SHEET
PIIN/SIIN WB6HZV- 04- R- 0037 MOD/AMD 0007

Name of Offeror or Contractor:

SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT

*** DELETED NARRATI VE C 001 ***

SECTI ON C - DESCRI PTI ON SPECI FI CATI ONS/ WORK STATEMENT

C.1 Load Handling System Mdul ar Fuel Farm (LMFF) (changed by anmendnent 0007)

The Load Handling System Mddul ar Fuel Farm (LMFF) is a Palletized Load System (PLS) and Heavy Expanded Mbility Tactical Truck Load
Handl i ng System (HEMIT-LHS) conpati bl e petrol eum storage and distribution system The LMFF is capable of receiving, storing, filtering,
and issuing kerosene based fuels and diesel fuel. The LMFF is an | SO conpatible systemthat can be rapidly enplaced, operated,

mai ntai ned, and recovered. A single LMFF unit will be a 35,000-gallon capacity fuel farm consisting of fourteen tankrack nodul es and
two punp filtration nodul es. |ndividual tankracks may be used for bulk distribution mssions separate fromthe punpi ng nodul es.

C. 2 General (changed by anendment 0007)

C.2.1 This solicitation is for the procurement of tank rack and punp nodules to be fielded in the configuration of 35,000-gallon
capacity Load Handling System Mddul ar Fuel Farms. This solicitation will result in the award of a five (5) year Indefinite Delivery,
Indefinite Quantity (1DIQ contract. The Contractor, as an independent Contractor and not as an agent of the Governnent, shall provide
the supplies and services required by this Statement of Wirk (SON and as required by Options issued by the Contracting O ficer under
this contract.

C.2.2 This Scope of Wrk (SON is for the Load Handling System Mdul ar Fuel Farm hereinafter referred to as the LMFF. The SOWfor
the LMFF will consist of a minimumordering quantity of First Article Punp and Tankrack Mbdul es, Contractor Support of GCovernnent
Testing at YUMA and APG (corrosion testing) System Support Packages for FAT at YUMA, APG and | OT&E testing, Data Requirenments, and a
Logi stics Denpnstration. The mninmumordering quantity also includes training in support of Government Testing (CLAUSE C. 18. 2 through
C.18.5 and | KP&T training (CLAUSE C.18.9). Additionally, options exist for Contractor conducted New Equi prent Training O asses for
Operator and Maintainer Cl asses (see section B), and Contractor Technical Assistance/Field Service Representative (see Section B).
Section C of the contract has been structured to this effect. Therefore; Paragraphs C 2 through C. 18 applies to the base production of
First Article Units and to any production effort under the 5 - year IDIQ contract. Paragraph C 19 shall apply if the option for New
Equi prent Training is exercised. Paragraph C 21 shall apply if the option for Contractor Technical Assistance/Field Service
Representatives is exercised. (Changed by amendnent 0004 and 0005)

C. 3 The LMFF system shall neet the requirenments stated in Purchase Description ATPD 2336B, dated 10 March 2004.

C.3.1 The Contractor shall produce and deliver each LMFF and associ ated data deliverables in accordance with Section B, and shall neet
the delivery schedule in the Section F clause entitled "Delivery Schedule. The contractor shall deliver the LMFF with Basic |ssue Itens
(BI'l) overpacked. The Government will provide the contractor with LMFF Techni cal Manuals, which the contractor shall overpack in every
LMFF delivered to the Governnent.

C.3.1.1 Changes to ATPD 2336B dated 10 March 2004. These changes take precedence over ATPD 2336B dated 10 March 2004 that was issued as
Attachment 002 to RFP Wb6HZV- 04- R-0037 dat ed 2004APR09. (Added by amendment AO0O1 (incorrectly as para C.3.1), paragraph nunbering
changed to C 3.1.1 and text added by anmendnent A004)

C.3.1.1.1 Delete the 4th sentence of paragraph 3.5.9.7 and replace with: "The tankrack shall be provided with an automatic shutoff
control device to prevent over filling the tankrack under all bottom | oading operations to include recirculating and defueling." (Added
by amendnent A001 and revised by amendnent AQ004)

C. 3.1.1.2 Paragraph 3.5.6.2 Punp Filtration Mddule. Interface requirenments for the additive fuel injector have been added. Replace
paragraph 3.5.6.2 with the follow ng:

The LMFF shall include a punp filtration nodul e capable of refueling and defueling both ground vehicles and aircraft. The punp
filtration nodul e shall be capable of being transported by the HEMIT-LHS or PLS. A space of 40Wx 48L x 40H shall be provided on the
punp filtration nmodule to integrate the Hammonds Fuel Additive Injector, part nunber TPI-4T-4A. This space shall be provided where the
injector can easily be connected to the outlet of the punping assenbly. Al necessary fittings shall be provided to connect the fuel
additive injector to the outlet of the punping assenbly 1AW3.5.6.3. The punping filtration nodule shall contain secure storage for
hoses, fittings, nozzles as specified in 3.5.9.2, fire extinguishers, water containers, petroleumtest kit, fuel spill control kit,
strainer, and other equiprment necessary to performrefueling operation. (Added by amendment AO004, del eted and replaced wi th paragraph
C.3.1.1.14 by anendnent 0005)

C. 3.1.1.3 Paragraph 3.5.6.3.4 Bottomfills and Discharge ports

The work "both" in the last sentence will be renoved to avoid confusion. The revised paragraph is:
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Name of Offeror or Contractor:

The LMFF shall be equi pped with an adequate nunber of 4-inch bottom di scharge/suction port(s) capable of providing gravity and forced
di scharge, recirculation of filtered fuel, and bottomloading froman external punped source rated up to 400GPM w th two di scharge
connections, unisex-type fittings. The port shall be equipped with a 4-inch female camlock fitting, |AWA-A-59326. |In addition, all
tankracks shall be capabl e of being bottom | oaded using a single point-refueling nozzle, |AW SAE-AS-5877. (Added by anendment A004)

C.3.1.1.4 Paragraph 3.5.7.2 Adapters. Replace the first sentence of paragraph 3.5.7.2 with:

The following quantity adapters and reducers shall be provided with each punp filtration nodule to allow interfacing with existing Arny
bul k storage and distribution equi pment. (Added by amendnent A004, del eted and replaced with paragraph C 3.1.1.15 by amendnent 0005)

C.3.1.1.5 Paragraph 3.5.9.7 Fill and discharge. Change the word tanker to tank in the fifth sentence. The fifth sentence will read:

The fuel overfill control systemshall have the capability to signal the tankrack to shut off the flow of fuel into the tank when the
fuel volume reaches 100 gallons less than the full rated capacity. (Added by anmendnent A004)

C.3.1.1.6 Paragraph 4.11 Corrosion_Control Perfornmance (Added by amendment A004 and changed by anmendment 0007). Replace 4.11 with the
fol | owi ng:

The contractor's conpliance with the requirenments of 3.11 and 3.11.1 shall be verified by the governnent during First Article Test at
Aber deen Proving G ound:

a. Corrosion Protection Testing: An accelerated corrosion test using a Governnment approved equival ent nethod to GW540 shall be
performed to verify corrosion prevention for a 25 year period of performance (service life).

b. Scribe Test: Prior to the corrosion test, the itemshall be scribed per ASTMD 3359. After conpletion of the test, the scribed
area shall be scraped to determne the extent, if any, of coating undercutting/loss of adhesion.

c. All retest of failed parts shall be at the contractor's expense.

d. Any loss of form fit or function shall be considered a corrosion failure and shall require the same type of corrective action
during or after the Acceptance Test as any other failure occurring during or after the First Article Test (FAT). Loss of coating
adhesi on or corrosion emanating fromthe scribe shall be limted to 3nm maxi mrum at any point along the scribe. There shall be no
blistering of the coating filmin excess of 5 blisters in any 24 square inch area. The maxinumblister size is 1mm Exenpt itens
(identified prior to the test) shall retain their function for their intended service life and are not subject to these criteria.

C.3.1.1.7 (Added by anmendnent A004) (changed by anendment 0007) Paragraph 6.6 Corrosion Control
Del et e paragraph 6.6 and replace with the follow ng:

a. Corrosion control can be achieved by a conbination of design features (as in TACOM Desi gn Cui delines for Prevention of Corrosion in
Conbat and Tactical Vehicles, March 1988) or any autonotive corrosion design guide such as SAE J447, material selection (e.g.
conposites, corrosion resistant nmetal, galvanized steel), organic or inorganic coatings (e.g. zinc phosphate pre-treatnment, corrosion
resistant plating, E-coat, powder coating) and production techniques (e.g. coil coating, process controls, welding , inspection and
docunent ati on).

b. Corrosion Protection for |ow carbon sheet steel can be achieved by hot dip gal vani zi ng | AWASTM A123, or el ectro-gal vanized .75 m |
m ni mum t hi ckness | AW ASTM B633 (or mini mum coating thickness of .75 m| on pre-gal vani zed sheet .063 in. or less), with zinc
phosphate pre-treatnment, epoxy prime preferably E-coat primer and CARC top coat. Alternate designs may be eval uated by conparison to
a gal vani zed sanpl e (as described above) using ASTM D522 Mandrel Bend Test and Accel erated Corrosion Test GM 9540P and gravel oneter
testing. Failure constitutes a defect such as extensive corrosion at scribe, chipping of coatings, |oss of adhesion or significant
penetration of base material (Per ASTM D3359).

c. Due to changes in climatic conditions and the devel opnent of newer materials and processes, all accelerated corrosion tests undergo
a continuous adjustment to reflect these conditions. Therefore, nodifications to the testing are to be expected over tinme. However
any changes need to be agreed upon with the Governnent prior to testing.

C3.1.1.8 (added by anmendnment 0005) Add to paragraph 2.2.2 (NORTH ATLANTI C TREATY ORGAN ZATI ON ( NATO)
STANAG 3756 Facilities and Equi prent for Receipt and Delivery of Aviation Kerosene and Di esel Fuels

C3.1.1.9 (added by anmendnent 0005) Add to paragraph 2.2.2 (DRAW NGS):

13222E8212 Coupling Set, NATO, Tank Truck Adapter

13222E8219 Coupling, Rail Tanker, NATO

13219E0462 G ound Rod

Del ete from paragraph 2.2.2 (DRAW NGS):
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13216E2773

C3.1.1.10

1 SO 228-1

Cani st er

(added by anmendrment 0005) Add to paragraph 2.3 (1 NTERNATI ONAL ORGANI ZATI ON FOR STANDARDI ZATION (1SO)):

Pi pe Threads Where Pressure-Tight Joints Are Not Made on the Threads Part 1: Dinensions, Tol erances and Designation-

Fourth Edition

Cc31111

(added by anmendrment 0005) Add to paragraph 2.3:

GENERAL MOTORS CORPORATI ON ( GM)

GM 9540P

(Copi es are avail able from d obal

C3.1.1.12

DI N 28450

Accel erated Corrosion Test

Engi neeri ng Docunents, an |HS GROUP conpany, 15 Inverness Way East, Engl ewood, Col orado 80112.)

(added by anmendnent 0005) Add to paragraph 2.3 (GERVAN | NDUSTRI AL STANDARDS) :

Qui ck-acting Hose Couplings for Tank Trucks

C.3.1.1.13 (added by amendnent 0005) Paragraph 3.3.3 Dissimlar Metals. Replace 3.3.3 with the follow ng:

Di ssimlar

metal s shall

not be used in intimate contact with each other unless protected agai nst gal vanic corrosion.

C.3.1.1.14 (added by amendnent 0005) Paragraph 3.5.6.2 Punp Filtration Mdule. Replace paragraph 3.5.6.2 with the foll ow ng:

The LMFF shal |

filtration nodul e shall

provi ded where the Fuel

be provided to connect the Fuel

Injector shall be acconplished without

nodul e shal |
petroleumtest kit, fuel

C.3.1.1.15 (added by amendnent 0005).

include a punp filtration nodul e capable of refueling and defueling both ground vehicles and aircraft. The punp

be capabl e of being transported by the HEMIT-LHS, PLS, and PLS trailer. A space of 40Wx 48L x 40H shall be
provided on the punp filtration nodule to integrate the Hammonds Fuel Additive Injector, part nunber 4TP-4A-800M L. This space shall be
Additive Injector can easily be connected to the outlet of the punping assenbly. Al necessary fittings shall

spill control

Additive Injector to the outlet of the punping assenbly 1AW3.5.6.3. Handling of the Fuel Additive

restrictions or additional kits by US Arny forklifts as specified in 3.4.3. The punp filtration
contain secure storage for hoses,

fittings, nozzles as specified in 3.5.9.2, fire extinguishers, water containers,

kit, strainer, and other equi pnent necessary to performrefueling operation.

Paragraph 3.5.7.2 Adapters. Del ete content of paragraph 3.5.7.2 and add:

3.5.7.2.1 Arny_Adapters (added by amendnment 0006)

The following quantity adapters and reducers shall be provided with each punp filtration nodule to allow interfacing with existing Arnmy
bul k storage and distribution equipnment:

(2)
(2)
(2)
(1)
(1)
(1)

2

o DMDDDN

inch unisex to 2

inch unisex to 2 - inch male
inch female to 2 - inch male
inch female to 3 - inch male
inch mle to 3 - inch female
inch mle to 4 - inch female

- inch fenal e cam| ock adapter
cam | ock adapter
cam | ock reducer
cam | ock reducer
cam | ock reducer
cam | ock reducer

C.3.1.1.16 (added by amendnent 0005 and changed by amendnent 0007) Paragraph 3.5.7.2.2 NATO Standard_Connector Adapters. Repl ace
paragraph 3.5.7.2.2 with 3.5.7.2.2 NATO Fittings

Each punp filtration nodul e shall

be provided with fittings as specified in 3.5.7.2.2.1 through 3.5.7.2.2.5.

C. 3.1.1.17 (added by anmendnent 0005 and changed by anmendment 0007) Add paragraph 3.5.7.2.2.1 Coupling, rail tanker, NATO

One fitting shall
U S. Arny drawi ng # 13222E8219.

di aneter,

drawi ng # 13222E8212 shal |

mal e, tank car
shal | have a captivated,
Pi pe (BSP)) conforming to | SO228-1.
C. 3.1.1.18 (added by anmendnent 0005 and changed by anmendnent 0007) Add paragraph 3.5.7.2.2.2 Coupling-set, tank truck, NATO

The fittings defined in these subordinate paragraphs delineate specific interface requirenents, governed by international
standar di zati on agreenents and conprise the NATO tank truck coupling set. One NATO tank truck coupling set as referenced in U S Arny

conformng to DI N 28450.

It shall

be provided for attachment to (non-US) railroad fuel tank cars, with an angul ar orientation approximately as shown
be provided with an inlet capable of clanping and | ocking onto 80 mmto 140 nmm si ze outside

outlets. The clanping mechani smshall incorporate a tension-adjusting, quick release feature, and the coupling

fuel resistant

gasket .

The coupling outlet shall have I SO 228/ 1 G3A external thread (80nmBritish Standard

be provided for each LMFF. It shall be made of materials as specified herein and conpatible with fittings

C. 3.1.1.19 (added by anmendnent 0005) Add paragraph 3.5.7.2.2.2.1 Coupling half, female, NATO
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The fitting shall be a camlocking, quick disconnect, 3-inch fenmale coupling half in accordance with A-A-59326, except with an | SO 228/ 1
G3A internal thread (80mm BSP) conforming to | SO 228-1.

C.3.1.1.20 (added by amendnent 0005) Add paragraph 3.5.7.2.2.2.2 Coupling half, male, NATO
The fitting shall be a caml ocking, quick disconnect, 3-inch male coupling half in accordance with A-A-59326, except with an | SO 228/1
G3A internal thread (80mm BSP) conforming to | SO 228-1.

C. 3.1.1.21 (added by anmendnment 0005) Add paragraph 3.5.7.2.2.2.3 Adapter, hose coupling, NATO
The fitting shall be a coupling with I SO 228/1 GA external threads (80mm BSP) conforming to | SO 228-1 at both ends. The fitting shall
not be greater than 3.00 inches long, and shall be provided with spanner wenching lugs, approximtely 90 apart.

C.3.1.1.22 (added by amendnent 0005) Add paragraph 3.5.7.2.2.2.4 Coupling half, female, tank truck, NATO
The fitting shall be in accordance with DI N 28450, Blatt 3, size NW80, and type MK

C.3.1.1.23 (added by amendnent 0005) Add paragraph 3.5.7.2.2.2.5 Coupling half, male, tank truck, NATO
The fitting shall be in accordance with DI N 28450, Blatt 2, size NW80, and type VK

C.3.1.1.24 (added by amendnent 0005) Add paragraph 3.5.7.2.2.2.6 Adapter, NATO (NPSH)

The fitting shall be an adaptor with an 1SO 228/ 1 G3A external thread (80mm BSP) confornming to I SO 228-1 at one end, and a 3-8 NPSH
external thread conformng to ASME B1.20.7 at the other. The fitting shall not be greater than 3.25 inches long, and shall be provided
wi th hanmmer-type |ugs approxi nately 180 apart.

C. 3.1.1.25 (added by anmendnment 0005) Add paragraph 3.5.7.2.2.2.7 Adapter, NATO (NPT)

The fitting shall be an adapter with an 1SO 228/1 G3A external thread (80mm BSP) confornming to I SO 228-1 at one end, and a 3-8 NPT
external thread conformng to ASME B1.20.1 at the other. The fitting shall not be greater than 3.25 inches long, and shall be provided
wi th hamer-type |ugs approximately 180 apart.

C.3.1.1.26 (added by amendnent 0005 and changed by amendnent 0007) paragraph 3.5.7.2.2.3 Delete paragraph 3.5.7.2.2.3 NATO Standard
Adaptor or_Tank unit, replace with 3.5.7.2.2.3 NATO Standard_Connect or

The LMFF shall be capabl e of dispensing fuel to, receiving fuel from and recirculating fuel within NATO fuel handling equi pnent via the
3-inch NATO Standard Connector as defined in STANAG 3756 Annex E. Each punp filtration nodule shall be provided with fittings as
specified in 3.5.7.2.2.3.1 and 3.5.7.2.2.3.2.

And add paragraph 3.5.7.2.2.3.1 NATO Standard Adapter Tank Unit with the follow ng:

One mal e coupling half or adapter al so known as Tank Unit shall be provided and designed to permit connection via a bayonet style
adapter without spillage when pressurized. The dinensions are considered interface dinensions and shall conformto Annex E of STANAG
3756 (PHE). The size (nominal 80 nmm and all other design requirenments such as pressure rating, spillage, materials of construction,
electrical continuity, clearance access, etc. are covered by the Annex E of STANAG 3756 (PHE). The attachment end nay be a threaded
end.

C.3.1.1.27 (added by amendnent 0005 and changed by amendnent 0007) Paragraph 3.5.7.2.2.4 NATO Standard Connector _or Hose Unit Delete
paragraph 3.5.7.2.2.4 and replace by paragraph 3.5.7.2.2.3.2 NATO Standard Connector or Hose Unit with the follow ng:

One femal e coupling half also known as the Hose Unit shall be provided and shall be designed to couple with the adapter or the Tank Unit
of the coupling in any of the three lug positions. The dinensions are considered interface dinmensions and shall conformto Annex E of
STANAG 3756 (PHE). The fenale half shall be interlocked in such a way that the product cannot flow until a seal is achieved between the
adapter and this hose unit. The interlock shall ensure that flow wi |l cease before the seal between the adapter and hose unit is
broken. The attachnent end of the hose unit shall be a nomnal size 3, or nominal size 4, nale cam|l ocking style coupling per A-A
59326.

C.3.1.1.28 (added by amendnent 0005 and changed by amendnent 0007) Add paragraph 3.5.7.2.2.5 Reducers
(1) 4-inch male camlock to 3-inch male cam | ock

(1) 2-inch sexless to 3-inch femal e cam| ock

(1) 2-inch sexless to 3-inch male cam| ock

C. 3.1.1.29 (added by anmendnent 0005) Del ete paragraph 3.5.8.1 Battery and replace with title 3.5.8.1 Battery Power Source

C.3.1.1.30 (added by amendnent 0005) Add paragraph 3.5.8.1.1 Battery

Al batteries, except non-rechargeable batteries as specified in 3.5.8.1.2, supplied with the LMFF shall be US Arny approved 6TMF | AW

ATPD 2206. Type IIl batteries shall be used for long-termstorage (6 nonths or nore) and Type Il shall be used for immediate
use/fielding as determ ned by the contract delivery order(s) (see 6.2). Batteries shall be connected in 24-volt configuration and be
readily accessible for service, inspection, and renpval. The batteries shall have sufficient capacity to start the systemat -25 F
three times within a 1-hour period with a mninumof 15 mnutes between starts after a 5 minute run period. |Insulated boots shall be

installed over the battery termnals.
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C. 3.1.1.31 (added by anmendnent 0005) Add paragraph 3.5.8.1.2 Non-rechargeabl e battery

Non-rechargeabl e batteries may be used for | ow power consuming, wireless equipnent. The batteries shall have a m ni mum conti nuous
service life of three nonths, weigh | ess than one pound, and exist in the Departnent of Defense (DoD) inventory Defense Logistics

I nformati on System (DLI S)/ Federal Logistics Information System (FLIS). Battery enclosures shall be provided and constructed so that
battery venting or |eakage will not danage any other conponents. Battery replacenent shall not require any tools and shall not take
nore than one mnute to safely replace. Spare batteries for one conplete change-out shall be provided. Two storage
container/conpartments within the punp filtration nodul e envel ope shall be provided, one for new batteries and the other for used/dead
batteries. Container/conpartnments shall be | abel ed NEWBATTERI ES for the new batteries, and USED / DEAD BATTERI ES and DO NOT USE for the
used/ dead batteries.

C.3.1.1.32 (added by amendnent 0005 and changed by amendnent 0006) Paragraph 3.4.3 Forklift conpatibility. Carification has been
added. Repl ace paragraph 3.4.3 Forklift conpatibility with the follow ng:

Each tankrack, punp filtration nodule, and any |oads to be handled by a forklift, shall have forklift pockets, for lifting, conformng
to I SO 1496-5. Tankracks shall be enpty prior to handling by a forklift. Forklift pockets shall be shielded to prevent the tankrack
fromaccidental piercing by the forklift tines. Each tankrack, punp filtration nobdule, and any |oads to be handled by a forklift shall
be capable of being entirely lifted and secured | AWM L- STD- 1366 onto the HEMIT-LHS truck, PLS truck, PLS trailer, and conventional
flatbed trailers, by the following standard U.S. Arny forklifts: 10,000 Lb. Al Terrain Lifter Arnmy System (ATLAS) | AW ATPD 2325 and the
MLOA (ref. TM 10-3930-643-10). The tankrack and the punp filtration nodul e conponents shall be within the physical envel ope of the |1SO
frame to avoid contact with the forklift carriage.

C.3.1.1.33 (added by amendnent 0005 and changed by amendnent 0006) Paragraph 3.5.7.5 G ounding, bonding, and clanps. Replace paragraph
3.5.7.5 Gounding, bonding, and clanps with the follow ng:

3.5.7.5 G oundi ng _and bondi ng.

The LMFF shall have conplete el ectrical continuity (bonding) throughout the systemwhen in operational service configuration. This
includes all electrically conductive conponents of the LMFF that the fluid and the operator nay cone in contact with. Al bonding and/or
groundi ng connections shall be mechanically secure and shall neasure 1 (one) ohmor |less. Two manual reels each with one 15-ft groundi ng
wire and plier-type clanps shall be provided for each tankrack and each punp filtration nodul e.

C. 3.1.1.34 (added by anmendnent 0005) Add paragraph 3.5.7.5.1 G ounding rods

One grounding rod shall be provided for each tankrack, each punp filtration nodule, and each refueling point. The grounding rods shall
include an integral rod insertion device to drive the rods into conpacted soil. Each grounding rod shall be of sufficient length to
provide a mninum of 36 inches of ground penetration. A storage |ocation shall be provided for grounding rods within the tankrack and
punp filtration nodul e envel opes. A storage |ocation shall be provided for the refueling point grounding rods on the punmp filtration
modul e. (Reference: U S. Arny draw ng 13219E0462 G ound Rod).

C.3.1.1.35 (added by amendnent 0005) Paragraph 3.5.8.5 NATO Intervehicle cable and plug assenbly.
Repl ace paragraph 3.5.8.5 NATO Intervehicle cable and plug assenbly with the follow ng:

A 20-ft. intervehicle cable and plug assenbly, NSN 6150-01-022-6004 (Reference: drawi ng 11682336-1), | AW NATO STANAG 4074 shall be
provi ded with each punping assenbly to provide energency electrical power and energency starting capability to the punping assenbly.

C.3.1.1.36 (added by amendnent 0005 and changed by amendnent 0007) Paragraph 3.5.9.8 Gavity discharge
Repl ace paragraph 3.5.9.8 Gravity discharge with the follow ng:

3.5.9.8 Auxiliary Punp

The tankrack nodul es shall be equi pped with an auxiliary punping capability that allows fuel to be dispensed in energency situations,
using gravity fuel flow at a mninumrate of 25 gpm The tankrack nodul es shall be capabl e of dispensing fuel by gravity flow, while
mounted or sitting on flat ground, a mninmmof 99 percent of the tank volunme. The auxiliary punp shall be capable of evacuating all
hoses attached to the tankrack while nounted on a HEMIT-LHS/ PLS truck or PLS trailer. The auxiliary punp shall include a 25-foot
section of 2-inch hose equipped with sexless dry disconnect fittings and open-port nozzle equipped with a sexless fitting. The auxiliary
punp shall have a renovable netallic cover to protect it when not in use and when exposed to the environnmental conditions as specified
in 3.8.2 3.8.3 3.8.6, and 3.8.7. Flow shall allow for gravity operations.

C. 3.1.1.37 (added by anmendnent 0005 and changed by anmendnent 0006) Paragraph 4.1.3 with the foll ow ng:
4.1.3 First Article Test (FAT)

A FAT is required and will be performed by the Government on four punp filtration nmodules and four tank rack nodul es. The FAT will
include the test conditions, exami nations, tests, and certifications set forth in Sect 4.1 through 4.17 to include Table | (also see
Sect 6.3). An evaluation will be made during FAT to determ ne whether the LMFF is designed to reduce or elimnate as many tools,
special tools, and test equiprment as possible. In addition, an exami nation will be made and recorded to ascertain whether all tools and
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test equi pnent required to support LMFF operation, nmintenance, and repair are present and adequate to support the systemat the
required US Arny mai ntenance levels for the life of the system FAT test results will be part of the final test report.

C.3.1.1.38 (added by amendnent 0005) 4.5.6.1.1 Capacity Add to paragraph 4.5.6.1.1 Capacity the sentence:
Any | eak or overflow outside the confines of the tank shall constitute a failure of this test.

C. 3.1.1.39 (added by anendnent 0005) 4.5.6.2 Punp filtration nodule. Replace paragraph 4.5.6.2 Punp filtration npbdule with the
fol | ow ng:

Verify conformance to the requirenments of 3.5.6.2 through visual inspection and denonstration. Verify that the fuel additive injector
is easily accessible, securely nounted on the punp filtration nodule, and can be safely transported over all types of terrain as
specified in the Operational Mde Summary/M ssion Profile (OMS/ MP) in appendix B. Testing of the fuel additive injector shall be
performed using water or as otherw se specified by the manufacturer of the fuel additive injector assenbly.

C.3.1.1.40 (added by amendnent 0005) 4.5.7.2 Adapters. Replace paragraph 4.5.7.2 Adapters with the follow ng:
Verify conformance to the requirements of 3.5.7.2 through 3.5.7.2.2 by CoC, visual inspection, and operation.

C.3.1.1.41 (added by anmendnent 0005) 4.5.7.5 G ounding, bonding and clanps. Replace 4.5.7.5 Grounding, bonding, and clanps with the

fol | owi ng:
4.5.7.5 Goundi ng and Bondi ng
The requirements of 3.5.7.5 through 3.5.7.5.1 shall be verified by contractor CoC, which shall include analysis, test and eval uation,

and nodel ing and sinulation where avail abl e/appropriate. In addition, performance and suitability for intended use shall be denonstrated
by operational test during the conduct of the FAT. The absence of the itemor insufficient quantities of this item absence or

i nadequacy of the contractor's CoC, unsuitability for intended use; inability to performthe installation, set-up/takedown, and
unrestricted operation with the required nunber and types of the system personnel; and failure to conply with the requirenments of
3.5.7.5 shall constitute failure.

C.3.1.1.42 (added by anmendnent 0005) Paragraph 4.5.8.1 Battery. Replace the first sentence of paragraph 4.5.8.1 Battery with the
fol | ow ng:
Verify conformance to the requirenents of 3.5.8.1 through 3.5.8.1.2 by CoC, operational test, and verification of cold starts.

C.3.1.1.43 (added by amendnent 0005) Paragraph 4.6.1.4 Air Transport. Replace paragraph 4.6.1.4 Air_Transport with the follow ng:

Conformance to 3.6.1.4 shall be verified by CoC and denonstration. The tankrack in its airlift shipping configuration, full, shall not
leak while the tank is tipped at 60 degree angle in each flight orientation (Port, Starboard, Aft, and Forward with respect to the
aircraft). Tipping of the tank nay be acconplished using ranps or a crane. The tankrack shall be held in each tipped condition for a
m ni mum of 15 m nutes and be observed for | eakage. Wth the tankrack in each of the tilted conditions, neasure weight of each corner
when assenbly is at 45 degrees from horizontal. Re-nmeasure weight on each corner after returning to horizontal position. Verify that
wei ght of opposing corners does not increase or decrease by nore than 250 | bs when the tankrack is tilted at 45 degrees. Any sign of

| eakage, permanent deformation, or failure causing an unsafe condition as a result of this test shall constitute failure of this test.

C.3.1.1.44 (added by amendnent 0005 and changed by amendnent 0006) Paragraph 4.6.1.6 Rail inpact test.
Repl ace first sentence of paragraph 4.6.1.6 Rail _ Inpact Test with the follow ng:

To verify conformance to 3.6.1.5, the rail inpact test shall be conducted | AWM L-STD- 810, Procedure VII of nmethod 516.5, with testing
of the LMFF, with fuel, on COFC flatcar and of the LMFF when nounted on its prime novers.

C.3.1.1.45 (added by amendnent 0005) Paragraph 4.8.7 Salt fog. Replace first sentence of paragraph 4.8.7 Salt fog with the follow ng:

The LMFF shall be tested for conformance to the requirements of 3.8.7 in a salt fog environment according to Procedure | of Test Method
509.4 of ML-STD-810 in normal operating node.

C.3.1.1.46 (added by amendnent 0007) Paragraph 3.5.6.2.1.1 Punp Capacity. Replace paragraph 3.5.6.2.1.1 with the follow ng:

The punp filtration nodul e including the additive injector as specified in paragraph 3.5.6.2 shall be capable of providing filtered
fuel according to the followi ng scenarios; bulk refueling at a rate of 400 gallons per nminute (GPM (threshold) and 600 GPM (objective),
retail-refueling at a rate of 50 GPMto eight nozzles sinultaneously. Spacing between the dispensing points and punp filtration nodul e
shall be a mininmumof 100 feet. The systemshall have the capability to operate at no flow conditions for up to 5 minutes w thout harm
The punpi ng assenbly shall operate continually for four hours at maxi mum performance w thout being refuel ed or serviced.

C. 3.1.1.47 (added by anmendnment 0007) Paragraph 4.1.2 Acceptance |Inspection & Test (AI&T). Replace 4.1.2 with the follow ng:

An Al &T is required on each conplete LMFF production unit and shall be performed by the contractors Quality Assurance representative,
together with the Governnment QAR, except as detailed within this PD. A conplete LMFF production unit includes the fuel injector
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assenbly only for the first tested unit. The AI&T shall include exam nations, tests, and certifications |AWSect 4.1 to include Table I.
Al'l acceptance inspections and test results/reports on selected FAT test units shall be provided to the PCO prior to the schedul ed
start of the Government LMFF FAT.

C.3.1.1.48 (added by anmendnment 0007) Paragraph 3.11.1 Corrosion during service life. Replace 3.11.1 with the follow ng:

During the specified service life, surface corrosion shall be a maximum of 0.1% (ASTM D610, rust Grade 8) on inside or outside surface
of any conponent. There shall be no |l oss of original base netal thickness greater than 5% or .010 inch, whichever is less. In no case
shal | any area exhibit Stage 2 or greater corrosion (as defined in the US Arny Corrosion Rating System) during the specified service
life. There shall be no effect on form fit, or function of any conponent due to corrosion throughout the specified service life.

C 3.1.1.49 (added by amendnent 0007) Paragraph 3.13 Treatnent and Painting. Replace 3.13 with the follow ng:

a. Unless otherw se specified (see 6.2), all external surfaces of the LMFF except as noted bel ow, regardl ess of the material

sel ected, shall have a finish coat of chem cal agent resistant coating (CARC) paint AWM L-C-53039. Color shall be Geen 383, chip
nunber 34094 per FED STD- 595.

b. Color of all other surfaces, to include those within housing, behind insulation material if used, shall have a finish coat | AW
M L- C-53039 or Water Dispersible Aliphatic Polyurethane, Chemical Agent (Waterborne CARC) paint | AWM L-DTL-64159 type Il. Color
shal | be Green 383, chip nunber 34094 per FED STD-595 or the manufacturers standard color if approved by the Government.

c. The following items shall not be painted: termnal wiring connections, instruction diagranms and plates, instrumentation, rubber,
lubrication fittings, hoses, nozzles and all other parts whose operation or function would be adversely affected by paint.
Insulation material shall be painted unless the sound absorbing characteristics of the material are conprom sed.

C.3.1.1.50 (added by amendnent 0007) Paragraph 1.1 Scope. Replace 1.1 Scope with the foll ow ng:

This performance specification covers the requirements for a Palletized Load System (PLS) and Heavy Expanded Mobility Tactical Truck-
Load Handling System (HEMIT-LHS) conpatibl e petrol eum storage and distribution systemcalled the Load Handl i ng System Mdul ar Fuel Farm
(LMFF). The LMFF will be capable of receiving, storing, filtering, and issuing kerosene based fuels (i.e. Jet Propellant (JP) JP-5, JP-
8, Jet-A, Jet-Al) and diesel fuel. The LMFF is an | SO conpatible systemthat has the ability to be transported using the HEMIT-LHS
truck, PLS truck, and PLS trailer as the prinme nover, and can be rapidly enplaced, operated, numintained, and recovered by skilled
personnel . A single LMFF unit will be a 35,000-gallon capacity fuel farmconsisting of fourteen tankrack nodules and two punp filtration
nmodul es. The LMFF consists of 2,500-gallon (threshold), 3,000-gallon (desired) tankrack nmodul es, punp filtration nodules, a petroleum
test kit, a fuel spill control kit, and accessories including hoses, valves, and fittings. The tankrack npdul es will be capable of top
and bottomfill and will be transportable at any level of fuel. The LMFF will be capable of wholesale and retail distribution
activities. The LMFF is capable of evacuating all but residual fuel fromthe hoses and other system conponents prior to tear down.
Mobility requirements of the HEMIT-LHS and PLS truck, and PLS trailer will not be affected while transporting LMFF. The LMFF will be
conpatible with other US and allied nation's, mlitary and commercial fuel systens. The LMFF will neet |1SO container requirements to

al | ow stacki ng of tankracks and nmeet requirenments of worldw de shipping by air, rail, marine, and highway w thout changes in
configuration or special considerations.

C. 3.1.1.51 (added by anmendnment 0007) Add paragraph 3.6.1.4.3 Low Velocity Air Drop (LVAD):

The tankracks as defined in CLIN 0021AA, full, shall be capable of being airdropped and withstanding the inpact forces encountered in
LVAD froma C 130, C 141, C5, and C 17 aircraft wi thout damage or permanent deformation. Parachute suspensions and tiedown provisions
shal | be provided | AWM L-STD-814. M L-HDBK-669 and M L-HDBK-1791 may be used for guidance.

C. 3.1.1.52 (added by anmendnent 0007) add paragraph 4.6.1.4.3 Low Velocity Air Drop (LVAD):

Prior to the start of the Government conducted LVAD test,a contractor-generated packagi ng and | oading plan for the tankrack shall be
provided to the PCO Natick, and the YUVA Proving G ound Test Director in order to devel op the required packagi ng/loading to safely
conduct this testing. The hydrostatic pressure test as specified in 49CFR178. 605 and a | eakproofness test as outlined in 49CFR178. 604
shal | be perforned after each airdrop of the tankrack.

Gover nment Conduct ed Tankrack Airdrop Testing shall include both live airdrop testing and Sinmulated Airdrop |npact Testing (SAIT). The
live airdrop testing shall be performed filling the tank with water to a volume equivalent in weight to a full tank of fuel as specified
in paragraph 3.6.1.4 and have provisions that would mninmize sloshing as if the tank was full. Sixty days prior to the first schedul ed
airdrop test, Natick Soldier Center (NSC) and HQ Aeronautical Systems Center will review the LMFF Tankrack at Yuma Proving G ounds and
the NSC devel oped airdrop rigging procedures, and evaluate the systemfor safety for Air Force fixed wing transport and airdrop by all
the aircraft types specified in 3.6.1.6 through the use of ML-STD 1366, recomrendations in ML-HDBK-1791, and, as applicable, design
anal ysi s, exam nations and test, nodeling and sinulation, and observations. Natick Airdrop representative will notify thePM PAWS System
Acqui sition Manager of the results of this evaluation, 30 days prior to start of the first scheduled air drop testing.

C.3.1.1.53 (added by amendnent 0007) Paragraph 3.5.1 Qperation (changed by amendnent 0007). Replace paragraph 3.5.1 with the follow ng:

The operator shall be capable of performing all LMF | oadi ng, unloading, and di spensing operations while the tankrack is mounted on the
palletized |l oad system (PLS) trailer, while on the HEMIT-LHS/ PLS truck, and while the LMFF is sitting on the ground, flat and on sl opes
up to 5 degrees. Once the LMFF nodul es have been enplaced at the operational |ocation, a LMFF shall be fully operational and ready to
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di spense fuel in a maxi mumof 1 hour using four MOS 92F soldiers w thout the need for naterial handling equi pnent. The LMFF shall be
recovered as specified in 3.5.9.4. The LMFF shall be designed to minimze or elimnate environnmental quality inpact and shall conply
with all environmental policy and procedures.

C. 3.1.1.54 (added by anmendnent 0007) Paragraph 3.5.2 Starting, Operation, and Stopping. Replace first paragraph a) of 3.5.2 with the
fol | ow ng:

a. Starting. The LMFF shall be capable of starting within 5 mnutes under any environnmental conditions or conbination of
conditions as specified in 3.8. The LMFF shall start and operate on inclines up to +/- 5 degrees from horizontal.

C.3.1.1.55 (added by anmendnent 0007) Paragraph 4.5.2 Starting, Operation, and Stopping. Replace 4.5.2 with the follow ng:

Verify conformance to the requirenents of 3.5.2 by CoC and denonstration. Verify start time of 5 minutes after each environnental test
for conponent operation. Verify no | eakage during operational capability testing. Verify enmergency stop capability to shut the system
down within 5 seconds after activation.

C.3.1.1.56 (added by anmendnment 0007) Paragraph 3.7.3 Reliability. Replace 3.7.3 with the follow ng:

The nean tine between hardware essential function failure (MIBHEFF) shall be not |ess than 350 hours.

C.3.1.1.57 (added by amendnent 0007) Add to paragraph 2.3 (AMERI CAN SCOClI ETY FOR TESTI NG AND MATERI ALS (ASTM):

ASTM D 610 Standard Test Method for Eval uating Degree of Rusting on Painted Steel Surfaces

C.3.1.1.58 (added by amendnent 0007) Add to paragraph 2.2.2 Qther Governnent Documents, drawi ngs, and publications

U.S. Arny Corrosion Testing System (USACTS)

TACOM Desi gn Cuidelines for Prevention of Corrosion in Conbat and Tactical Vehicles, Mar. 1988

(Copi es of USACTS and TACOM Guidelines are available fromthe US Arny Tank-Autonotive and Armanents Conmand, AMSRD- TR-E/ 267, Warren, M
48397- 5000.

C.3.1.2 (added by anmendnent 0005) Change to ML PRF 370J dated 7 May 02. This change takes precedence over ML PRF 370J dated 7 May 02.

C.3.1.2.1 (added by anmendnent 0005) Paragraph 3.3.5.5 Quick-di sconnect, sexless couplings. Replace paragraph 3.3.5.5 with the
fol | owi ng:

The sexl ess couplings shall by type 1, class A or B, |AWA-A-59377. The couplings shall be reusable and sized to mate with type A B,
C, and D hoses, size 06 and 08. In addition to the specification requirenments, the couplings shall be conpatible with fuel as listed in
3.4.2.

C.3.2. Tiering of Specification and Standards. The follow ng docunents used for the procurenment of this systen(s) shall be 1)
designated as first tier requirenents, and all requirenments therein shall be applicable to this procurenent. Design and perfornance
data identified in comrercially-based standards, practices, and specifications as General Notes and "Notes (e.g. ASTM CID and simlar)
shall be required for the purposes of design and performance criteria, CGovernment and contractor-conducted testing, and other
verification activities. The Governments objective in requiring what would normal |y be considered secondary/tertiary-level and
referenced information is due to the non-availability of a traditional Government or commercial-style data package that woul d satisfy
the procurenment requirenents.

a. CID (Comercial Item Descriptions |AWthe Federal Standardization Manual)

b. ASME
c. SAE
d. ASTM

e. Other specified comrercially-based specifications/requirenents

f. Other specified regul atory-based requirenments (EPA, OSHA, UL, NSF, NOAA)

C. 4 Integrated Product Team (IPT)

C. 4.1 The contractor and the Government shall use an Integrated Product Team (I PT) jointly chaired by both Government and contractor as

the primary managenment vehicle for nonitoring the status of the work described in this contract. The Government and contractor shall
use tel econferencing, Internet Home Pages, and shared common databases to ease conmmunication if agreed upon by all parties. |PT nmenbers
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may include personnel designated by the contractor, the Contracting O ficer, the Product Manager (PM, and other offices or agencies.

C. 4.2 The Government proposes to enter into a voluntary Partnering arrangenent with the contractor. Partnering is a conmtnent between
Governnment and industry to inprove communications and avoid disputes. It is acconplished through an informal process with the primary
goal of providing Arerican soldiers with quality supplies and services, on tinme, and at a reasonable price. Should the contractor and
Governnment agree to voluntarily enter into a Partnering relationship, we will follow the guidance in the Arny Materiel Conmand (AMC)
Guide: "Partnering for Success". This guide is located on the Internet at:

http://ww. anc. arny. m |/ anc/ command_counsel / r esour ces/ docunent s/ Par t ner i nggui de/ par t neri ng_gui de. pdf

C.5 Data Submi ssion Requirenents

C.5.1 The contractor shall deliver all data under this contract, in English, electronically (unless otherw se specified) via Wb site,
electronic mail, or conpact disc, and in M5 Office 97 conpatible fornat. Required data shall be delivered to the Governnent in
accordance with the requirements of Exhibit A the Contract Data Requirenments List (CDRL). The Government will provide electronic mail
addresses during the start of work neeting.

C.5.2 In addition to the addresses listed in block 14 of the CDRL, an electronic copy of the cover |letter acconpanying data deliverables
shal | be submitted to the System Acquisition Manager (SAM and the Procuring Contracting O ficer (PCO).

C. 5.3 The contractor shall prepare technical data and reports as specified in the applicable Data Item Description (DID), or as
described el sewhere in the contract. |In the case of an inconsistency between the DID and the contract, the requirenents of the contract
shal |l prevail. Tailored DIDs referenced in the contract SOWand CDRLs (identified by (T) following the DID nunber) are identified in
Section J as attachnments to the contract. Should the contractor need to review DID that are not tailored in the Contract or Delivery
Orders, refer to the database at "http://dodssp.daps. nm|/assist.htni.

C. 6 Meetings and Reviews

C. 6.1 The contractor shall conduct neetings and reviews to provide the Government the neans to assess the progress of the total
technical effort and to address identified programissues and risks. Before such nmeetings and reviews, the Government and contractor
shal | agree upon a conmpbn agenda. Meetings and reviews shall be conducted at the contractor's facility unless otherw se jointly agreed
upon between the contractor and the Governnment contracting agency. The Governnment reserves the right to call informal neetings and
reviews as deened necessary during the course of this contract, including weekly telephonic reviews. The contractor shall prepare the
m nutes of the neetings and reviews, including action itens and suspense dates, and deliver themin accordance wth:

CDRL A001

C. 6.2 Resources and Materials. The contractor shall provide the necessary resources and materials to conduct the neetings and reviews
effectively.

C. 6.3 Start of Work Meeting. Wthin 30 cal endar days after contract award, the Governnent and the contractor will hold a Start of Work
Meeting. The neeting shall be held at the contractor's facility and shall include approxinmately twenty-five (25) Governnent personnel.
The purpose of this neeting is to review, at a mininmum contract terms, contract conditions, contract requirenments, data items, required
specifications, test requirenents, and |ogistic requirements. The contractor shall also review and denpnstrate to the Governnent their
managenent procedures, review technical and other status, identify programinplenentation processes, and establish schedule dates for
near termcritical meetings and actions. The contractor shall also introduce key managenent and contract personnel.

C. 6.4 Program Status Reviews (PSR). Joint Governnent-contractor programstatus reviews shall be held quarterly for the first three
years then seni-annually thereafter until conpletion of the contract. Typically these reviews will last one to two days. [Initial
program status revi ew shall be conducted approxi mately 90 days after the start of work neeting. Program status reviews shall be held at
the contractor's facility unless agreed to otherwi se by the parties. PSRs shall address but not be limted to the follow ng agenda
items: the contractor's progress, managenent, technical support services (if any), integrated |ogistics support, systenms engineering,
admini strative, contract conpliance, program status, funding issues, problemidentification and resolutions, and deliverables. Actual
versus expected perfornmance of each area shall be addressed. The contractor shall prepare presentation materials providing an overview
of all agenda itens.

C. 6.5 Logistics and Engi neering Wrking Goup Meetings. The initial Logistics Wrking Goup neeting and Engi neering Wrking G oup
nmeeting shall be held concurrently with the Program Status Reviews. Logistics and Engi neering Wrking Goup neetings shall include
di scussion pertaining to devel opnent of technical nenuals, training, provisioning, drawi ngs, and any other |ogistics or engineering
issues that need to be addressed. Additional working group neetings shall be convened as necessary.

C. 7 Configuration Managenent

C. 7.1 Configuration Control. The contractor shall be responsible for configuration control, disposition, and control of all
nonconform ng nmaterial throughout the program The contractor shall establish a configuration baseline follow ng testing and acceptance
of the FAT/IO&T by the Government. This baseline will identify and document the functional and physical characteristics of the LMFF at

that tine.
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C. 7.2 Engineering Change Proposals. Changes to established baselines shall only be made after Government approval of an Engineering
Change Proposal (ECP). Changes shall be identified to affected assenbly serial nunmber, or if not part of an assenbly, to the affected
equi pmrent serial nunber. Al Cass | ECPs shall require Government approval prior to inplenentation. Cass Il ECPs do not require
prior approval; however, the cntractor shall notify the Contracting Oficer, by means of an ECP, not |ess than 60 days prior to

i npl ementing any configuration changes. ECPs shall be prepared in accordance with Attachment 001 and delivered in accordance with:
CDRL A002

C. 7.3 Requests for Deviation. The contractor shall submt Requests for Deviation (RFD) fromcurrent approved configuration
docunentation. Authorized deviations are a tenporary departure fromthe requirements and do not constitute a change in an approved
baseline. Were it is determned that a change shoul d be permanent, the contractor shall submt an ECP. RFDs shall be prepared in
accordance with Attachnent 002 and subnitted in accordance with:

CDRL A003

C.8 Integrated Logistics Support (ILS) Program

C.8.1 The contractor shall assist the Governments Logistics Support Contractor in developing, testing, producing, and delivering the
logistic data to support the Load Handling Mdul ar Fuel Farm (LMFF) as described in paragraphs C 8.2 through C 9.7.

C. 8.2 The contractor shall plan, manage and ensure |ILS considerations are an integral part of the overall system
C.9 Contractor Support and Support Data During Publications and Provisioning Devel opnent

C. 9.1 The contractor shall attend the Mintenance, Publications and Provisioning (MPP) start-of-work neeting for the Governnent

Logi stics Support contractors contract. The contractor shall also attend, at a mninum two In-Process Reviews (IPRs) for the
Government Logi stics Support contractors contract. The contractors representatives in attendance at the | PR shall be subject matter
experts (SME) in the operation and maintainability of the LMFF system Location of said neetings/reviews will be determ ned upon
sel ection of Governments Logistics Support contractor.

C. 9.2 The contractor shall designate a point of contact (POC) to receive and respond to any issues that arise for both publications and
provisioning efforts. The POC is to respond to the Government and the Government Logistics Support contractors requests for information
inwiting within three business days, to acknow edge recei pt and establish time frame for a technical answer.

C.9.3 The contractor shall provide the Government and the Governments Logistics Support contractor ongoing technical support and
information, to include at a minimum clarification of operation, troubleshooting, maintenance, repair parts and special tools until
material fielding is acconplished.

C. 9.4 The contractor shall provide the Governnment and the Governments Logistics Support contractor access to the contractors production
facility to view, photograph, nmeasure, and w tness operation of the LMFF as required, regardl ess of the status of the production build.
This support also includes access to office space, telephone, fax, mbdemline and Internet access. The Governnment wll coordinate all
site visits with contractor managenent.

C. 9.5 Logistics Managenent Infornmation (LM) Data Products. The contractor shall provide to the Governnent and the Covernnents
Logi stics Support contractor the follow ng data and support for the conpl ete devel opnent of the provisioning and publications
submi ssi ons:

(1) Parts List containing at a mninmm

a) CAGE/ Source of Supply and Part Nunber for all items, including tools and test equipnent

b) Item nonenclature

c) Estimated unit price for each itemlisted

d) Quantity per assenbly / end item

e) Maintenance replacenment rate/failure factors derived fromReliability and Maintainability (R&) information
f) ldentify a mnimmof tw approved sources of supply (or justification for single source of supply).

g) Bill of Material (BOVW before and after test

(2) Descriptive or supporting technical data for all replaceable itens includes engineering draw ngs, brochures, schematics,
cat al og pages, commercial nanuals or panphlets to depict the foll ow ng:

a) Parts breakout of assenblies to the conmponent |evel including vendor conponents
b) Relationship breakdown with reference to the end item

end item

assenbl y

subassenbl y

conmponent
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attachi ng hardware

c) Hardware descriptive data such as:
thread di ameter
quantity of threads per inch
fastener length

d) Type of Material

e) Dinensions

The LM data shall be prepared and delivered in accordance with:
CDRL A005

C. 9.6 The Government will conduct a technical manual validation/verification and provisioning conference will be conducted at the
Contractors facility. The contractor shall provide the foll ow ng:

(1) Qualified personnel to perform disassenbly and assenbly of the unit.

(2) Production version of the LMFF

(3) Special and common tools

(4) Support equi prent

(5) Facilities and office space

(6) Mandatory replacenent parts needed for assenbly/disassenbly tasks

(7) Expendabl e supplies and materials

(8) Spare parts consurmed or destroyed during any disassenbly or assenbly process (such as gaskets and seal s).

(9) Technical support and information, to include as a mnimum clarification of operation, troubleshooting, maintenance and
repair parts and special tool list, as provided to the Governnents Logistics Support contractor.

C. 9.7 After submtting LM data, if the contractor changes form fit or function or any parts vendor, prior to First Article Test (FAT)
approval , the contractor shall provide the Governnent and the Governnents Logistics contractor notification in witing within three
busi ness days. Contractor shall provide updated LM data, including a sunmmary of changes and revised BOM w thin five business days
after the inplenmentation of hardware change.

C.10 Mlitary Packagi ng Docunentati on Requirenents

The contractor shall devel op packaging requirenents for the conplete system The systemrequirenents are devel oped as part of the
Shi prent and Storage (S&S) instructions.

C.10.1 Shipnent and Storage (S&S) instructions. The contractor shall provide and update S&S instructions. Wen preparing the S&S
instructions, the cOntractor shall ensure those instructions are consistent with the transportability requirenents stated in the PD and
transportability report required el sewhere in this contract. The S&S instructions shall detail procedures required to prepare the system
for storage and for transport after it has been in operation. The S&S instructions shall be formatted and delivered in accordance with:
CDRL A006

C.10.2 S&S processing instructions required:

a. Short Term Storage (180 days maxi mumin an unheated warehouse) for application when itenms are in transit. Short term S&S
processing instructions will be sufficient to protect the itens when they are intended for inmediate use.

b. Long Term Storage Instructions. The Government will use these instructions to prepare a systemfor open storage for a
period of up to 2 years. The contractor shall ensure these instructions include any cyclic naintenance and exercising requirenments
necessary to prevent the systemfromdeteriorating due to inactivity.

C. 10. 3 Conpliance with Federal and Industry Transportation Requirenments. The Governnment ships using truck, rail, plane, and ship. The
contractor shall devel op packagi ng requirenments and S&S instructions for these npdes of transportation and identify unique requirenments
for each node of transport. This will allow the Governnent to process for shipnent based on the intended node of transport. The
contractor shall conply with the applicable codes and standards |isted here:

(1) Code of Federal Regulation Titles 29, 40 and 49

(2) International Maritime Dangerous Goods Code, for vessel transport

(3) AFMAN 24-204, Preparing Hazardous Materials for Mlitary Air Shipnents

(4) International Air Transportation Association (|IATA) Dangerous Goods Regul ations.

The contractor shall include disassenbly procedures to neet the requirenents of the codes and standards nentioned above.
C. 10. 4 Packaging Instructions for Basic Issue Itens. The contractor shall ensure that the shipment and storage instructions include

packagi ng instructions for the Basic Issue Items (BIl) and Conponents of the End Item (COEl). The contractor shall ensure the
instructions require that Bll shall be packed separately fromthe COEl.
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C.10.4.1 BIl and COEl Packaging. The contractor shall identify, in the shipment and storage instructions, provisions for stowage

| ocation and security for the BlIl and CCEl. The contractor shall provide that HAZMAT CCEl shall be shipped separately fromthe system
and packaged according to node of transportation. The instructions shall address selection of stowage |ocations which deter pilferage.
Conpliance with S&S instructions shall not interfere with lifting, tie down or other transportation handling requirenents.

C.10.5 Updates and Changes to Shipment and Storage Instructions. The contractor shall revise the shipment and storage instructions to
reflect design changes that affect the system s shipnment configuration, weight, or transportability. The contractor shall al so provide
revisions to the shipnent and storage instructions for each |ogistics change affecting packaging instructions for Bll or CCEIl.

C.10.6 Validation of Shipment and Storage |nstructions. The contractor shall validate the shipnment and storage instructions. Both |ong
termand short-term storage instructions shall be validated at this tine. The purpose of validation is to verify the adequacy of the
preservation, packaging, packing and stowage of BlI/COEl, preservation procedures for shipnment and storage, and the cyclic maintenance
requirenments for systems in long-termstorage. The CGovernnment representative will verify and wi tness validation procedures. The
contractor shall notify the Government 14 days prior to schedul ed validation. The final subnmittal of the Shipnent and Storage
Instructions (CDRL A006) shall reflect the corrections required as a result of the validation.

C. 10. 7 Packagi ng Requirenments. The contractor shall devel op packaging data for spare and repair parts, as determ ned during the

provi sioning process. This shall consist of coded packaging data (select group items per M L-STD 2073) and Special Goup ltems requiring
Speci al Packaging Instructions (SPIs). The contractor shall provide Logistics Managenent Information (LM) Data Products for packagi ng
data systenms entry as specified in M L-PRF-49506 (see Dl -ALSS-81529), and Attachnent 004 titled Logistics Managenment Information (LM)
Packagi ng Data Products. Data is required for all parts that are provisioned (P-source coded) and field level kits (KF-source coded).

C.10.7.1 Coded Packaging Data/ Sel ect Group Items. Select group itenms are itenms where packagi ng can be adequately described using the
codes in Appendix J of ML-STD-2073. The Governnment will provide the Contractor with quarterly reports showi ng status of the packaging
program Data is critical to populating the National Stock Number Master Data Record (NSNVDR) and the Federal Logistics Information
System (FLI'S) Governnent data files and shall be 90% accurate. The contractor shall rework submittal errors within 20 days after
rejection by the Government. The contractor shall provide the necessary personnel, facilities, equiprment, material, and the electronic
data interface. The contractor shall include information for each of the items so TACOM can determ ne the adequacy of the packagi ng
subnmittal. This includes itemdrawi ngs and data, as finalized at the provisioning conference, such as Source, Maintenance &
Recoverability codes, Unit of I|ssue codes, Unit of Measure, Measurenment Quantity, and copies of applicable Material Safety Data Sheets.
The contractor shall furnish itemdraw ngs, photo docunentation and notes sufficient for review ng the packagi ng designs. Subnission
shal |l be in accordance with:

CDRL A007

C. 10. 7.2 Special Packaging Instructions (SPl). The contractor shall prepare SPIs for each reparable item each hazardous naterial item
each fragile, sensitive, critical item and any itemthat cannot be adequately packaged/ defined as a Select item follow ng M L-STD 2073-
1D. Conpliance with SPIs shall assure neeting performance requirenments of ASTM D4169, Distribution Cycle 18, Assurance Level |, with
Acceptance Criterion 3 (Product is damage free and package is intact). Each SPI submittal shall have a test report, including

phot ogr aphs, attached showi ng the condition of the package and part before and after the testing. Acceptabl e photographic evidence shall
show the product is undamaged fromall angles. SPI shall be in a format that can be viewed, changed, and comrented upon (for exanple,

M crosoft Wrd 6.0, see CDRL A008 and DI D DI - PACK-80121B). The contractor shall provide read/wite access to SPI. Al data submitted
shal | be contractor validated and 95% accurate. The contractor shall rework submittal errors within 20 days after rejection by the
Government. Submi ssion shall be in accordance wth:

CDRL A008

C.10. 7.3 Excluded Items. Excluded itenms are those items with packaging data already in the TACOM Packagi ng File "PACQ', FEDLOG Federal
Logi stics Information System (FLIS), and those assigned a Contractor and Governnment Entity Code (CAGE) of: 1T416, 21450, 80204, 96906,
10060, 24617, 80205, 99237, 80244, 81343, 81346, 81348, 81349, 81352, or 88044. Al so EXCLUDED are itens for:

(1) not mi ssion capabl e supply
(2) depot operational consunption
(3) not-for-stock supply.

C.10.7.4 Change Notices. The contractor shall assess engineering and |ogistic changes for packaging inpact, provide revisions and
additions to the packaging information when there is a packaging inpact, and provi de packaging i npact statements w th change notices
with a 90% accuracy rating. The Government will verify contractor inpact statenents.

C. 11 Safety Engineering and Heal th.

C.11.1 Safety Engineering Principles. The contractor shall address the Safety and Health requirenments of the PDin technical reviews.
The contractor shall follow good safety engineering practices in establishing the LMFF design and operational procedures, to include
nodi fications to conmercial conponents. The contractor nay use M L-STD- 882D as a guide in determ ning whether safety engineering
objectives are net. As a mininmum the contractor shall:
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a. ldentify hazards associated with the system by conducting safety anal yses and hazard eval uations. Analyses shall include
operational, maintenance, and transport aspects of the LM-F.

b. Elinminate or reduce significant hazards by appropriate design or material selection. |f hazards to personnel cannot be
avoi ded or elimnated, take steps to control or mnimze those hazards.

C. 11.2 Safety Assessnment Report (SAR). As a result of systemsafety anal yses, hazard evaluations, and any independent testing, the
contractor shall performand docunent a safety assessnment and heal th hazard assessnment. The safety and heal th hazard assessnment shall
identify all safety features of the hardware, system design and inherent hazards and shall establish special procedures and/or
precautions to be observed by our test agencies and systemusers. The contractor shall identify health hazards associated with the
system and incorporate theminto the SAR M L-STD- 882D provi des gui dance in the preparation of the SAR and Heal th Hazard Assessnent.
In preparing the health hazard portion of the SAR the contractor shall provide a description and di scussion of each potential or actual
heal th hazard issue of concern for each subsystem or conponent. The contractor shall include classification of severity and probability
of occurrence, and when the hazards may be expected under normal or unusual operating or maintenance conditions. The contractor shall
include in the SAR copies of Material Safety Data Sheets (MSDS) for all hazardous materials incorporated into the system The use of
such materials shall be in accordance with the requirements set forth in ATPD 2336B, dated 10 March 2004. The final SAR is subject to
Government approval. The Contractor shall prepare the SAR in accordance wth:

CDRL A009

C. 12 Environnental Requirenents

C.12.1 The contractor shall not use cadm um hexaval ent chrom um asbestos or Class | or Class |l Ozone-Depl eting Substances, or other
highly toxic or carcinogenic materials w thout Government approval. The contractor shall not use materials that are identified in the
Regi stry of Toxic Effects of Chem cal Substances, published by the National Institute for COccupational Safety and Health, as naterials
that will produce toxic effects via the respiratory tract, eye, skin or mouth. NMderately toxic materials may be used provided the

desi gn and control preclude personnel from being exposed to environments in excess of that specified in 29 CFR 1910, Cccupational Safety
and Heat h Standards.

C.12.2 The contractor shall manage the efforts described by this contract to ensure that all aspects of the contract execution,
including, but not limted to the follow ng contractor activities: design, manufacturing, testing, and storage activities, are in
conpliance with Federal, State and Local environmental regulations and requirenments. The contractor shall notify the PCO inmediately,
if the Government gives any direction that could result in permt violations.

C.12.3 The contractor shall prepare a Hazardous Material Management Report which, at a mininum shall identify all hazardous materials
(as defined in FED-STD- 313D, paragraph 3.2) required for system production, and sustainment, including the parts/process that requires
them This report should be prepared in accordance with National Aerospace Standard 411, section 4.4.1, and shall be briefed at all
Program Revi ew Meeti ngs.

C. 13 Transportability Report. The contractor shall subnmit a transportability report for the LMFF that includes data on recomended

procedures for positioning and securing the LMFF nodul es for transportation by highway, rail, marine, and air and slinging procedures
for lifting the nodules in accordance wth:
CDRL A010

C. 14 Logistics Denonstration and Pl an

C.14.1 Logistics Denpnstration Plan. The Government and contractor shall jointly devel op a Logistics Denpnstration (LD) plan. The LD
Pl an shall contain the Governnent and contractor plans and procedures for denpnstrating the |ogistic supportability of the system The
plan shall contain a statenent of denpbnstration objectives and the qualitative and quantitative requirenents to be denonstrated. The
contents of the plan shall contain a description of the denmpnstration conditions. The followi ng areas shall be addressed:

(a) Alisting of tasks to be denpnstrated.
(b) Denpnstration conditions including the follow ng:
(1) The principal operating nodes, operating time and cycling conditions to be inposed.
(2) A description of the denpbnstration facilities and instrumentation requirenments, including |ocation.
(3) The node of operation during the denonstration considering configuration and mi ssion requirenents.
(4) Denonstration constraints such as manpower (by nunber and skill level), test equipnment and their
rel ationship to the eventual use of the itens.
(c) The types and quantities of equipnent and materials to be used including government furnished equi pnent.
(d) The maintenance concept.
(e) Provisions for a pre-denpnstration phase to prepare facilities, personnel and equipnent for the fornal denpnstration.
(f) Expected results, including the follow ng:
(1) The nmethod to be used to report test |evels.
(2) The data expected fromeach test along with the recordi ng nethodol ogy and definition of provisioning data
el ements to be collected.
(3) Analytical nmethods and cal cul ation procedures to be used to anal yze denonstration data.
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(4) The criteria for classifying denonstration results as successes or failures. Definition of failure nust
relate to expected synptonms that will be observed by operators and mai ntenance personnel.
(g) The plan of action to be used when denonstration failures occur.
(h) The participating agencies including:
(1) Organization.
(2) Degree of participation by each in ternms of managerial, technical, maintenance and operating personnel.
(3) Assignment of specific responsibilities.
(4) Qualifications, quantity, sources, training and indoctrination requirenments needed for the personnel
participating in the LD.

C.14.2 Logistics Denonstration. The Government will conduct a Logistics Denonstration (LD). The LD shall be conducted over ten (10)
busi ness days. A LD is a nondestructive disassenbly and re-assenbly of the LMFF tankrack and punpi ng nodul e. System peculiar Test
Measur ement and Di agnostic (TMDE) and support equiprment, as well as the system support package, is also tested to deternmine their
logistic status. The LD will include performance of all the operational tasks and schedul ed mai ntenance tasks required for the LMVF:

(a) The achieverent of maintainability goals

(b) The adequacy and suitability of tools and test equi pnent

(c) Maintenance instructions and personnel skill requirenents

(d) The selection and allocation of repair parts, other equipnent, and tasks to appropriate maintenance |levels; and the
adequacy of maintenance time standards.

C. 14.3 The contractor shall supply all expendable and durable items required to performthe LD tasks. The contractor shall provide
techni cal and engi neering support, as required to assist the Government in the performance of the LD effort. The contractor shall
provide the facilities to support the LD. These facilities shall include an operations site, a shop area equipped with lifting equi pment
and all the tools and diagnostic equipnent required to performall operations and maintenance tasks.

C.14.4 The contractor shall devel op and conduct an introduction to the vehicle for Government support personnel and data collectors
prior to the Logistics Denpnstration. Training dates will be negotiated between the contractor and the Governnent. The training will
cover system operation and controls required to safely operate the vehicle. The training shall be at |east 50% hands-on training. The
maxi mum | ength of the training class is 8 hours. The training shall be conducted at the test site. The contractor may use comercially
avail able material for this course, or use material developed to be used for the test training personnel. The projected class size for
this training is 12 students, with the option for the Governnent to have additional observers.

C. 15 Contractor Support of GCovernment Testing (Revised by Arendnent 0007)

C.15.1 The contractor shall provide qualified technical personnel to support Government conducted tests at Yuna and Aberdeen Proving
Gounds (APG required in this contract on an as needed basis to provide advice, troubleshooting, naintenance assistance, and repair of
the LMFF when requested by the CGovernnent. The contractor personnel shall be at the test site within 48 hours of notification by the
Governnment. The contractor shall obtain specific requirenents, if any, for access to Governnent test facilities 30 days prior to the
start of testing. |If a security clearance is needed the contractor shall be responsible for ensuring all coordination is made with the
appropriate personnel. The contractor may be required to provide personal vital statistics, including docunentary evidence, such as a
birth certificate and such other evidence to affect a security clearance.

C. 15. 2 System Support Package (SSP). (This clause revised by Arendnent 0007)

C15.2.1 The contractor shall deliver a SSP to support both the FAT at YUVA , corrosion testing at APG and | OT&E.. The SSP shall
i ncl ude:

(1) Parts needed for schedul ed mai ntenance or replacenent itenms that will be consumed during the life of the tests

(2) Unique, non-mlitary standard, expendable supplies such as petroleum oils, and lubricants

(3) Basic Issue Itenms and Conponents of End Itens as required by its design per system

(4) Any tool or Test Measurenent and Diagnostic Equi pnent (TMDE) required to perform mai ntenance and any di agnostic
mai nt enance procedures, to include vendor or manufacturer software prograns and/or hardware that are not identified in the Arnmy Supply
Cat al ogs.

(5) One each, Hammonds Fuel Additive Injector, part nunber 4TP-4A-800M L. The fuel additive injector will not be subjected
to corrosion testing at APG The CGovernnment will take possession of this SSP itemafter conpletion of testing in accordance with cl ause
F.1. (Added by anendnment 0005 and revi sed by anendnment 0007)

C.15.2.2 The contractor shall provide a list of the SSP contents in accordance wth:
CDRL AO11

C 15.3 The contractor shall provide a replacenent for any part or itemthat fails to performits function during the test within 48
hours of notification.

C.15.4 Foll owi ng conpletion of the tests, the contractor shall submt a list of remaining parts with the current price information to
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the CGovernnent. The Governnent reserves the right to provide the unused/renmining parts as Governnent Furnished Material (GFM under
this contract. |If so, an equitable adjustment to the contract shall be made.

C.15.5 If re-testing is necessary as the result of contractor failures, the contractor shall provide the necessary SSP itens to support
this additional testing at no cost to the government.

C. 16 Test Unit Refurbishment Cost Reinbursenent (clause revised by Amendnent 0007).

C.16.1 Foll owi ng conpl etion of the Logistics Denobnstration, FAT, |OT&E, and corrosion testing, the Government in conjunction with the
contractor will examine the test units to determine if it is feasible to refurbish the test units. The Contractor shall submt a cost
proposal for refurbishment cost by unit. Final decision of refurbishment shall remain solely with the Government. Should the
Government direct refurbishment of any or all units, the contractor shall refurbish the units to the current (all approved corrective
actions and engineering changes) production baseline. Refurbishment shall be conpleted within ninety (90) days of Governnent notice.
Thirty days followi ng conpletion of each unit, the contractor shall submit a proposal for equitable adjustment. Al refurbishment costs
wi Il include transportation costs fromthe test site to the contractors facility.

C.16.2 The effort shall include but is not limted to the contractor:

(1) Replacing all oils and lubricants

(2) Replacing all filters

(3) Repainting the exterior of the units as required
C.16. 3 Fol l owi ng refurbi shment the contractor shall present the units to the Government for acceptance.
C.16.4 Al effort under this paragraph shall be paid under a cost reinbursenment CLIN of the contract.
C. 17 Retrofit O Units Built Prior To FAT Approval. The contractor shall, followi ng PCO notification that FAT has been approved,
retrofit all LMFF nodul es (excluding test units) built or in process at tine of notification to the configuration baseline established
after successful conpletion of the FAT. Configuration changes made at the direction of the Government shall be subject to an equitable
adj ustment. Configuration changes made by the contractor shall be at no additional cost to the Governnent.
C. 18 Training Requirenents
C.18.1 General Operator and Maintainer Courses. The contractor shall develop training material (courseware) to cover one course for

operator and one course for maintenance tasks for the LMFF. The contractor shall be responsible for initial training and all courseware
to support it. Training and courseware shall be on the operation, maintenance, and repair of all conponents and ancillary equipnment (if

any) unique to the LMFF. Trainees may either be Governnent personnel or Governnent support contractors. The training shall include any
necessary equi pment to support operation, Preventive Miintenance Checks and Services (PMCS), and operator and unit maintenance of the
LMFF.  Instruction shall consist of approximtely 40% cl assroom and 60% practical exercise, and teach operation, setup and di sassenbly,

PMCS, inspection, testing, troubleshooting, and safety procedures.

C.18.2 First Article Test (FAT) Operator and Maintainer Training. Training to support the FAT shall consist of one operator course and
one maintai ner course in accordance with C. 18.1. The contractor shall conduct FAT training prior to the beginning of the FAT (See
clause E-4) for a maxi mum of 20 students at Yuma Proving G ound, AZ. The Governnment reserves the right to have additional personnel
present during conduct of course. These courses shall be targeted to the personnel who will operate and nmintain the system The
operator course shall not be nore than 40 hours in length; the maintainer course shall not be nore than 40 hours in length. The total
time of the FAT training shall not exceed 80 hours. The contractor shall deliver the LMFF, all lesson materials, training literature,
training aids, special tools & test equipnent, and all tools necessary to disassenble and assenble, to the training site not later than
seven days prior to the training.

C.18.3 FAT Data Collector Orientation. This orientation is a general overview of the system Data requirenments are not applicable.

The contractor shall devel op and conduct an introduction to the systemfor Governnent support personnel and data collectors prior to FAT
(See clause E-4). Oientation dates will be negotiated between the contractor and the Government. The orientation will cover system
operation and controls required to safely operate the system The orientation shall be at |east 50% hands-on. The nmaxi mum | ength of
the orientation class is 8 hours. The orientation shall be conducted at the test site. The contractor may use comrercially avail able
material for this course, or use material developed to be used for the test training personnel. The projected class size for this
orientation is 12 students, with the option for the Government to have additional observers.

C.18.4 Initial Operational Test and Evaluation (|1 OT&E) Operator and Maintainer Training. Training to support the Initial Operational
Test and Eval uation (1OT&E) shall consist of one operator course and one maintainer course in accordance with C 18.1. The contractor
shal | conduct |OT&E training for a maxi numof 20 students at Ft. Hood, TX prior to the beginning of the | OT&E (See clause E.1.2). The
Governnment reserves the right to have additional personnel present during conduct of course. These courses shall be targeted to the
personnel who will operate and naintain the system The | OT&E courses shall be taught by the contractor utilizing draft courseware. The
operator course shall not be nore than 40 hours in length; the maintainer course shall not be nore than 40 hours in length. Total tinme
of the | OT&E training shall not exceed 80 hours. The contractor shall deliver all lesson materials, training literature, training aids,
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special tools & test equipnent, and all tools necessary to disassenble and assenble, to the training site not later than seven days
prior to the training.

C.18.5 I OT&E Data Collector Orientation. This orientation is a general overview of the system Data requirenents are not applicable.
The contractor shall devel op and conduct an introduction to the systemfor CGovernment support personnel and data collectors prior to

| OT&E (See clause E.1.2). Oientation dates will be negotiated between the contractor and the Governnent. The orientation wll cover
system operation and controls required to safely operate the system The orientation shall be at |east 50% hands-on. The nmaxi mum
length of the orientation class is 8 hours. The orientation shall be conducted at the test site. The contractor may use commercially
avail able material for this course, or use naterial developed to be used for the test training personnel. The projected class size for
this training is 12 students, with the option for the Government to have additional observers.

C.18.6 Training Course Qutline. The contractor shall deliver a training course outline for all training courses in accordance with DI -
I LSS-80872(T). The outline is a schedule of events and includes a breakdown of individual topics showing the time allotted, naterials
required (TV, VCR etc.), facility requirenments, reference materials, type of instruction (practical exercise, |lecture, denonstration,
video, etc.) and tools required for each topic. Conmercial format is acceptable; a sanple outline will be provided to the contractor at
the start of work nmeeting. The Training Course Qutline shall be formatted and delivered in accordance wth:

CDRL A012

C.18.7 Training Materials. The contractor shall deliver an Instructor Guide and a Student Training Guide for all training courses in
accordance with DI -1LSS-80272(T). Training Materials shall contain equi pment and conponent description, functional data, training
handbooks that include, by sub-conponent for LMFF operation, setup and di sassenbly, inspection, testing, troubleshooting, and safety
procedures. Al training naterials shall be formatted and delivered in accordance wth:

CDRL A013

C. 18.8 Training Course Conpletion Report. The contractor shall deliver a Training Course Conpletion Report for all training courses in
accordance with DI -1LSS-80872 (T). The contractor shall data fax or e-mail to the CGovernment a list of students in attendance on the
first day of training. The Governnent will send conpleted Certificates of Training to the instructor after the Governnent receives the
list of students in attendance, to be presented at the end of the class. The contractor may al so provide corporate certificates if
desired. The Government will provide the contractor with course critiques that the contractor shall adm nister to each student at the
end of each class conducted. For each class the Governnment will provide a student attendance list, to be administered by the instructor.
The contractor shall submt the critiques and conpleted student attendance list on later than 10 days after conpletion of each class.
Trai ning Course Conpl etion Report shall be formatted and delivered in accordance wth:

CDRL A014

C.18.9 Instructor and Key Personnel (|1&KP) Operator and Maintainer Training. The contractor shall provide | &P training and shall
utilize devel oped courseware. |&KP training shall consist of courses for actual Arny operators and maintainers. The contractor shall
conduct a total of two classes consisting of one class for Arny operators and one class for Arnmy nmintainers, for a maxi mum of 20
students each. The Governnment reserves the right to have additional personnel present during the conduct of course. Training will be
conducted at Ft. Lee, VA Each course shall not exceed 40 hours. These courses shall be targeted to instructor and key personnel who
will operate and namintain the system Follow ng conpletion of |&KP training, approved Government comments shall be incorporated into
the courseware to yield a final product. |If Distance Learning is available, the contractor shall neximnm ze the use of distance |earning
to reduce platforminstruction through videotape, |nternet web based, conputer based, CDROM and interactive CDROM training prograns.
The contractor shall deliver all the lesson materials, training literature, training aids, special tools and test equiprment, and all
tools necessary to disassenble and assenble, to the training sites not later than seven days prior to the training.

C. 19 New Equi pnent Training C asses - Option.

C.19.1 The Governnment may require the contractor to conduct New Equi pment Training (NET) to take place at Government sites, at the using
units locations, at the prices stated in Section B and under the option clause H 1.1. Trainees may either be Governnent personnel or
Gover nment support contractors. C ass size shall be no nore than twelve (12) students. Course requirenments and course content shall
utilize Governnent approved training naterials. Both operator and maintainer classes shall not be nore than 40 hours in length. The
Government will provide the contractor 30 days notification for CONUS cl asses. The Government will provide the contractor 90 days
notification for OCONUS classes. It is estimated that a total of 40 classes (20 operator and 20 maintainer) over the 5 year contract
will be required. Duration and nunber of courses will be defined upon exercise of option/delivery order. The per class rate is
exclusive of subsistence, |odging, and incidental expense incurred for NET. The CGovernnent will pay these expenses on a cost

rei mbur sabl e basis.

C. 20 (RESERVED, Changed by amendnent 0004)
C.20.1 (RESERVED, changed by anmendment 0004)
C. 20. 2 (RESERVED, changed by anmendnent 0004)

C. 21 Contractor Field Service Representative Requirements (FSR) Option
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C.21.1 If the option under paragraph H 1.3 for Field Service Representative is exercised, the contractor shall provide technically
qual i fied personnel to provide support to the Total Packaging Fielding team (defined as representatives of the Governnment) during the
handoff to the U.S. Arnmy receiving units or other activities designated by the Governnent.

C. 21.2 Total Package Fiel ding/Handoff Support. The contractor shall provide technical qualified personnel to acconplish deprocessing of
the end itemand its conponents, assist in unit joint inventory, prepare unit shortage list, and the quality deficiency reports (QDR SF
368). Conpl eted custoner docunentation shall remain with the Government TPF personnel .

C.21.2.1 Deprocessing. The contractor shall performon-site preparation of equipnent at hand-off site, including conplete operator and
mai nt ai ner preventive maintenance checks & services (PMCS). Upon conpl etion of deprocessing, the equipnment shall be 100% fully m ssion
capabl e.

C.21.2.2 Joint Unit Inventory. The Governnment materiel fielding team contractor, and unit gaining representative shall conduct a joint
inventory of all major items and conponents. The custoner docunentation packages will be conpleted and turned over to the Governnment
Material Fielding Representatives. The Government will provide the contractor with the joint inventory form (DA Form 5684-R).

C.21.2.3 Shortage List. The Material Fielding Teamand contractor shall prepare a shortage |ist (DA 2062) of all mssing items prior to
fielding with a description of the item nonmenclature, NSN, part nunmber, quantity and date of availability. This list shall be attached
to the joint inventory.

C.21.3 The Field Service Representative shall be paid on man-days as reflected in Section B of the contract. Travel expenses and per
diemw |l be paid on cost reinbursable basis in accordance with JTR

C.21.3.1 The Contractor shall provide qualified Contractor Field Service Representative(s) (FSR) in support of Total Packaging Fielding
who shal |l advise/ nake recomendations to orient and instruct key Governnent personnel regarding operations, naintenance, repair, and
supply of contractor parts for the LMFF, including all conponents.

C.21.3.2 The PCO shall designate the tinmes and | ocations of the service to be performed by e-mail, but will not supervise or otherw se
direct activities. Wthin a half working day of notification, if possible, the contractor shall notify the TACOM Contract Specialist of
the transportation costs (best commercially available round trip airfare, if air transportation is necessary, and hours of travel
required to and fromthe site) to be included in the order. Follow ng receipt of the information and negotiation, the contract will be
equi tably adjusted prior to the FSR comencing travel or effort.

C.21.3.3 The Contractor will obtain specific requirements, if any, for access to CGovernment facilities |located in CONUS 30-days prior to
each fielding and 90 days prior to fielding in OCONUS. |If a security clearance is needed at the site where the FSR will perform his/her
services, the contractor shall be responsible for insuring all coordination is made with the appropriate personnel. The Contractor may
be required to provide personal vital statistics related to the FSR including documentary evidence, such as a birth certificate and
such other evidence to effect a security clearance. It is recomended, though not a contract requirenment, that the contractor initiate
cl earances for potential FSRs follow ng award.

C.21.3.4 Wthin ten working days of conpletion of an assignment, the FSR shall prepare and deliver via e-mail a report, in contractor
format, which synopsizes his/her activities in accordance with:
CDRL A016.

C.21.4 Man-Day of Service. The FSR shall work no nore than eight (8) hours per day, excluding travel tine, unless authorized by the
PCO A man-day of service includes any period during which the FSR is delayed or prevented fromperformng any task only if the delay
or non-performance is solely the fault of the Government.

C.21.4.1 Travel time for initial travel fromthe contractor facility to the work site, for travel between work sites, and for travel
back to the contractor's facility shall be paid as a daily rate of service and may be over/above the eight hours allowed per work day.

C.21.4.2 The nman-day rate is exclusive of subsistence, |odging, and incidental expense incurred by the FSR while performng the
services. The CGovernnent will pay these expenses on a cost reinbursable basis.

C.21.4.3 The nan-day rate of service is exclusive of all transportation costs, which includes airfare and |ocal rental car in and around
the job site. The Governnment will pay the contractor on a cost reinbursable basis for auto rental rates for the site of the service as
well as airfare, if air transportation is necessary, during performance of services under orders issued in accordance with this scope of
wor k.

C.21.4.4 The nan-day of service includes all CGovernnent delays, travel tine (all-inclusive), and report preparation conpleted at the
duty location. In addition to payment for actual days worked, the Government will pay for official U S holidays if it is necessary for
the representative to be present on those days to conplete the technical assistance assignnment that woul d be normal workday (s) at the
FSRs facility. Wwen the FSRis on site on a Saturday or Sunday but is not working, the Governnment will pay only the per diem and |ocal
transportation costs. The granting of vacation time off, holidays other than official US holidays, sick and emergency |eave is solely
the responsibility of the contractor and shall not be paid for by the Government under terms of this contract. It is immterial whether
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the sane representative conpl etes an assignnent, but the Governnment will not pay additional travel costs or tine if the contractor
decides to rotate personnel during the course of an assignnment, unless authorized by the PCO

*** END OF NARRATI VE C 002 ***
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SECTION E - | NSPECTI ON AND ACCEPTANCE
Status Regulatory Cte Title Dat e
E-1 CHANGED 52.209-4 FI RST ARTI CLE APPROVAL- - GOVERNMVENT TESTI NG [ ALTERNATE | (JAN 1997) SEP/ 1989

AND ALTERNATE || (SEP 1989)]

(a) The Contractor shall deliver 3 each punping nmodule units of Contract Line Item 0011AA and 3 each tankrack nmodul e units of
Contract Line Item 0021AA to Yuna Proving Ground in Yuma, AZ, and 1 each punping nodule unit of Contract Line Item 0011AD and 1 each
tank rack nodule unit of Contract Line Item 0021AD to Aberdeen Proving Gound in Aberdeen, MD within 210 cal endar days fromthe date of
this contract or, if the DESI RED DELI VERY SCHEDULE cl ause is in section F, as specified in the clause, or as otherw se proposed by the
contractor and accepted by the Governnent. The majority of First Article Testing will be conducted at Yuma and Corrosion Testing wll
be conducted at Aberdeen. The shipping docunentation shall contain this contract number and the Lot/ Nunber identification. The
characteristics that the first article nmust neet are specified el sewhere in this contract.

(b) Wthin 270 cal endar days after the Governnent receives the first article, the Contracting Oficer shall notify the
Contractor, in witing, of the conditional approval, approval, or disapproval of the first article. The notice of conditional approval
or approval shall not relieve the Contractor fromconplying with all requirements of the specifications and all other terns and
conditions of this contract. A notice of conditional approval shall state any further action required of the Contractor. A notice of
di sapproval shall cite reasons for the disapproval.

(c) If the first article is disapproved, the Contractor, upon Government request, shall submit an additional first article for
testing. After each request, the Contractor shall make any necessary changes, nodifications, or repairs to the first article or select
another first article for testing. All costs related to these tests are to be borne by the Contractor, including any and all costs for
additional tests follow ng a disapproval. The Contractor shall furnish any additional first article to the Government under the terns
and conditions and within the time specified by the Government. The Governnent shall act on this first article within the time specified
in paragraph (b) above. The Governnment reserves the right to require an equitable adjustment of the contract price for any extension of
the delivery schedule, or for any additional costs to the Governnent related to these tests.

(d) If the Contractor fails to deliver any first article on tinme, or the Contracting O ficer disapproves any first article, the
Contractor shall be deemed to have failed to make delivery within the nmeaning of the DEFAULT cl ause of this contract.

(e) Unless otherwi se provided in the contract, the Contractor--

(1) May deliver the approved first article as a part of the contract quantity, provided it nmeets all contract requirenents
for acceptance and was not consunmed or destroyed in testing; and

(2) shall renove and dispose of any first article fromthe Government test facility at the Contractor's expense.

(f) If the Governnent does not act within the tine specified in paragraph (b) or (c) above, the Contracting O ficer shall, upon
timely witten request fromthe Contractor, equitably adjust under the CHANCES cl ause of this contract the delivery or performance dates
and/or the contract price, and any other contractual term affected by the del ay.

(g) The Contractor is responsible for providing operating and mai ntenance instructions, spare parts support, and repair of the
first article during any first article test.

(h) Before first article approval, the Contracting Oficer may, by witten authorization, authorize the Contractor to acquire
specific materials or conponents or to conmence production to the extent essential to nmeet the delivery schedules. Until first article
approval is granted, only costs for the first article and costs incurred under this authorization are allocable to this contract for (1)

progress paynents, or (2) termination settlements if the contract is termnated for the convenience of the Government. |If first article
tests reveal deviations fromcontract requirenents, the Contractor shall, at the |ocation designated by the Government, make the
required changes or replace all items produced under this contract at no change in the contract price.

(i) The Government may waive the requirement for first article approval test where supplies identical or sinmlar to those called
for in the schedul e have been previously furnished by the Offeror/Contractor and have been accepted by the Government. The
O feror/ Contractor may request a waiver.
(j) The Contractor shall produce both the first article and the production quantity at the sanme facility.
[End of d ause]

TACOM ADDENDUM

For purposes of this contract, interpret Paragraph (h) above to nmean that the PCO hereby authorizes you to purchase all naterial
and conponents necessary to produce the production quantity.
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[End of Addenduni
E.1 First Article Test (FAT). FAT consists of the Product Verification Test (PVT)and Initial Operational Test and Eval uation (I OT&E)in
the formof a Linmted User Test (LUT).

E.1.1 First Article Test (FAT) Product Verification Test (PVT). The contractor shall deliver three punping nodul es and three tankracks
to Yuma Proving Ground, AZ, 210 days after contract award for FAT. The shipping docunmentation shall contain this contract nunber and
I ot/ nunmber identification. The characteristics that the units nust nmeet are specified el sewhere in this contract.

E.1.2 Initial Operational Test and Evaluation (I1OT&E). The contractor shall deliver one LMFF, consisting of two punping nodul es of
Contract Line Item 0011AB and fourteen tankrack nodule units of Contract Line |tem 0021AB, within 300 cal endar days fromthe date of
this contract to Ft. Hood, TX for CGovernnment conducted | OT&E on the LMFF. Total duration of Governnent |OT&E will be approximtely 30
days; however, | OT&E will be conducted subsequent to FAT. Any delay in FAT will result in a delay of |IOT&E start. The Government will
conduct | OT&E in accordance with Government Test Plan. The purpose of the |OT&E is to determ ne operational suitability and
effectiveness. After conpletion of testing, the Governnent in conjunction with the contractor, will examine the test units to determ ne
if it is feasible to refurbish the test units. If it is determned that refurbishnent is feasible, the contractor shall subnmit a cost
proposal for refurbishment in accordance with paragraph C 16.1. Contractor support for |OT&E shall be limted to submission of an SSP
and training.

E. 2. 52.246-4028 Inspection Point: Oigin
E.2.1 Acceptance of these supplies will be performed at the address or addresses designated as inspection point.

E.2.2 Inspection of the supplies as described el sewhere in this solicitation/contract will be perforned at the facility identified
bel ow.

(1 NSERT CONTRACTOR ADDRESS)

E. 3. 52.246-4029 Acceptance Point: Oigin

(1 NSERT CONTRACTOR ADDRESS)

Contractor shall produce the LMFF LRI P and production quantities at the sane facility.

E.4 Quality System

E.4.1 The contractor's quality systemshall include the follow ng key quality activities:

Est abl i sh Capabl e Processes,

Monitor and Control Critical Product and Process Variations,

Est abl i sh Mechani sns for Feedback of Field Product Perfornance,

I npl ement an Effective Root-Cause Anal ysis and Corrective Action System and
Cont i nuous Process | nprovenent

E.4.2 At any point during contract performance, the Governnent will have the right to review the Contractor's quality systemto assess
its effectiveness in neeting contractual and regulatory requirenents.

E.4.3 Certification of conpliance or registration of the quality systemby an independent standards organi zation or auditor, NATO or
the CGovernnent to recogni zed standards does not need to be furnished to us under this contract. However, you may attach a copy of such
certification with your offer, in response to the solicitation, as proof of current or previous conpliance. At any point during
contract performance, the Governnent will have the right to review your systemto assess its effectiveness in neeting contractual and
regul atory requirenents.

E.5. Quality Conformance |nspections

E.5.1 The contractor shall develop and inplenent a quality acceptance, inspection and test (AlI&T) plan for the LMFF production, test,
and refurbishnent units to include all nodels. This acceptance inspection and test (Al&T) plan shall denonstrate the adequacy and
suitability of the contractor's production processes and procedures for achieving the performance inherent in the product baseline.
This acceptance inspection and test plan (AI&T) plan with sign off sheets (check-lists) shall be subnmitted to the Governnent for
approval prior to any acceptance of the LMFF systemeither for testing or production by Government QAR inspectors. The contractor shall
conduct testing that will ensure that the manufacturing processes, equipnent, and procedures are effective, in accordance with ATPD
2236B, paragraph 4.1.2 (AI&T) with a Government QAR present. A production test checklist with Government Quality Assurance
Representative (QAR) approval shall be overpacked with each unit. Evidence of any failure during the acceptance inspection and test

(Al &T) requirenents in ATPD 2336B paragraph 4.1.2 shall constitute rejection of the unit by the Government QAR The AI&T shall be
formatted and delivered in accordance with DI -NDTI-80603, Test Procedure (Al &T) and the foll ow ng CDRL:
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CDRL A018

E.5.2 Failure of any inspection as specified in ATPD 2336B, Section 4.1.2 Al &T shall constitute a rejection of the unit. The
contractor shall initiate, internally docunent, and inplenment corrective action on any failure. The contractor shall notify the
Governnment Qual ity Assurance Representative (QAR) in witing of any corrective action proposed. The Government QAR shall determine if
the failed inspection shall be repeated on the representative unit after inplenmentation of the corrective action. Al costs related to
these inspections are to be borne by the contractor, including any and all costs for additional tests, inspections, and corrective
actions following a failure.

E.6 Draw ngs For Inspection.

The contractor shall neke available to the Government inspector at the time of any Governnent inspection (in-process or end iten),

| egi bl e drawi ngs and printed specifications to which the product was manufactured. These draw ngs and specifications shall be annotated
to the latest revision incorporated therein. Upon conpletion of product inspection and acceptance by the Governnent inspection, all
drawi ngs and specifications will be returned to the contractor.

E. 7 Inspection Equi pnent.

E.7.1 The contractor shall supply and maintain all inspection and test equi pnent necessary to assure that the end itemand end item
conmponents conformto contract requirenments, except where specific relief fromthis requirement is provided for in this contract. The
contractor's inspection and test equi pnent calibration systemshall neet the requirenments of the contractor's Quality Program

E.7.2 Al necessary inspection and test equipnent, regardless of ownership, shall be nade available to the Governnent for Governnent
end item or conponent inspection upon request. |In addition, the contractor shall provide all test support equipnent (i.e., repair/spare
parts, nmintenance/cleaning supplies, etc.) and technical assistance necessary to conduct the Government |nspection and Acceptance Test
on all units through the life of the contract. Upon conpletion of the inspection or test by the Governnment, the contractor's equi pment
will be returned to the contractor.

E.8 Failure Analysis and Corrective Action Reports (FACAR) for Test Incident Reports (TIR).

During testing, the Government test site representatives will provide the contractor a copy of all TIRs. The contractor shall furnish a
FACAR for each TIRwithin the time linmts listed bel ow

I NCI DENT CLASSI FI CATI ON FACAR SUBM TTED W THI N
Critical 2 wor ki ng days
Maj or 10 cal endar days
M nor 30 cal endar days
I nf or mat i onal 30 cal endar days, only if requested by Governnent

The FACAR shall contain an analysis of the test incident and the corrective action taken to prevent recurrence of the incident. The
contractor shall provide the effective date and serial nunber of systen(s) and conponents(s) reflecting the change of such corrective
action. The contractor shall address Reliability and Maintainability requirements as applicable. FACARs shall be prepared and
subnmitted in accordance wth:

CDRL A017

E.9 UNT STORAGE / SH PMENT PRI OCR TO FAT

E.9.1 The Governnent may elect to issue delivery orders that have units delivered prior to First Article Approval. Authorization has
been granted under this contract for the contractor to receive progress paynments against other than the FAT units. Additionally, the
contract requires that the contractor retrofit any units ordered prior to FAT approval, excluding the test units, to the approved
confi guration.

E.9.2 |If the Governnent elects not to ship production units prior to FAT approval the contractor shall store such units at their
facility at no additional cost to the Government until 30 days follow ng notification to the PCO and the ACO that the contractor has
upgraded the units to the current configuration including any issues that nay have arisen out of FAT.

E. 10 Corrosion Managenent Plan and Exenption List (added by amendnent 0007). The contractor shall submit to the PCO a conprehensive
Corrosi on Managerment Plan 30 days after contract award (during the Start of W rk Meeting (see Clause C.6.3). This plan shall detail
design, material selection, construction, coatings, quality control processes, validation testing, exenption list, and

sust ai nment/ mai nt enance practices for its intended service life (i.e. PMCS). This plan shall also address where dissinmilar netals are
used in the LMFF and describe what nmeasures will be taken by the contractor to minimze corrosion and ensure the 25 year service life
requirement. The exenption list shall include Mlitary Supplied (M5) parts and other parts directed by the purchase description or

el sewhere in the contract and any other itens, which the contractor deternmines should not be subject to the 25 year service life
required for the LMFF system Contractor's rationale for why items should be included in the exenption list shall be subnmitted al ong
with the plan. Contractor shall list the proposed exenpt conponents by nane and part nunber, provide infornmation on the specific
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materials and processes used in the manufacture of the conponents and how many years of expected service life the conponents woul d have
wi t hout replacenment due to corrosion failure in order to neet normal function. Governnent will review initial draft plan and exenption
list and provide approval /di sapproval 60 days after contract award. The Corrosi on Managenent Plan will be updated throughout the
duration of the contract as required.

*** END OF NARRATIVE E 001 ***
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SECTION L - I NSTRUCTI ONS, CONDI TI ONS, AND NOTI CES TO OFFERORS

PROPGSAL | NSTRUCTI ONS

The offerors shall subnmit their proposals in 4 volunes. The volunes should be clearly |abeled as Vol. 1 Solicitation (1 copy); Vol. 2
Technical Area (4 copies); Vol. 3 Past Performance Area/ Small Business Participation (2 copies); and Vol. 4 Price Area (2 copies).

L.1 VOLUME | - SOLICITATION (Certifications/Representations)

L.2 VOLUME Il - TECHN CAL

L.2.1 ELEMENT 1 - TECHN CAL APPROACH

The offeror shall identify its technical proposal for neeting the follow ng perfornmance requirenents:

(a) Tankrack capacity and weight. Each offeror shall identify and support its approach for neeting the requirements of Purchase
Descri ption ATPD 2336, paragraphs 3.5.6.1.1, Capacity, and 3.5.4, Wight as it relates to tank capacity and weight. Oferors shall
provide sufficient detailed information and engi neering data to denobnstrate how their approach will neet or exceed the requirenents.
The offeror shall provide a description of the tankrack containing: a list of conponents with specifications (including dinensions,
wei ght, capacity, material of construction and its characteristics, and any other pertinent information), sketches, and |ocation of
conponents. Any nodeling, calculations, and details concerning assunptions used in nodeling or calculations shall be provided to
val i date any cl ai ms made about performance regarding these requirements. Al information and data relating to these requirenments shall
be provided in U S custonmary units of neasurenent.

(b) Control Panel. |In accordance w th paragraphs 3.5.6.2.4 of Purchase Description ATPD 2336, the offeror shall provide
information detailing its proposed technol ogy (sensors, user interface, and comunications, if applicable). The offeror shall also
provi de the specifications of its proposed sensors and devices. The offeror shall describe the nmethod of relaying the fluid level of
each tankrack to the panel and volunme determ nation. The offeror is to describe how the information (level and volunme of each tankrack
and total volune) will be displayed for the user.

(c) Pump Filtration Mddule. 3.5.6.2.1, Punping Assenbly. The offeror shall provide detailed draw ngs of the punp filtration
module. Al parts in the drawings shall be in the same relative scale. The drawi ngs shall include all required conponents and shall be
acconmpanied with full data descriptions of the conponents, including manufacturers, punp curves, filter and engine certifications, etc.
The offeror shall provide projected filtered flowrates in gallons per minute. The offeror shall provide estimates of pressure head
| osses and energy efficiency |losses to justify projected performance values. Al major conponents and interfaces shall be highlighted
or labeled in the drawings. Dinensions and weights of all the conmponents shall be included in the descriptions, and the total weight of
the punp filtration nodul e shall be stated.

L. 2.2 ELEMENT 2 - EXPERI ENCE
The offeror shall identify its experience, background and know edge with respect to the follow ng:
(a) Your experience, background and know edge pertaining to the design and production of the follow ng:

1. Tank and Tank-rack Modul es
2. Punp Modul es
3. Integration of Fuel Distribution Systens

Each offeror shall detail its experience as required bel ow and how rel evant its proposed systemis to that experience. |If an offeror
| acks experience, that offeror shall detail howit intends to conpensate for such |ack of experience.

(1) Tanks and Tank-rack modul es: The offeror shall detail its corporate experience in the design and mass production of tanks and
tank-racks for the containment of fuel. The offeror shall provide detailed infornmation about contracts performed for the Governnment and
comrercial entities which denpnstrate rel evant experience in the design and production of tanks and tank rack nodules simlar to its
proposed system Provide proof of certifications held for manufacturing | SO tankracks and ASME certification for pressure vessels or
equi val ent .

(2) Punp nodules, to include filtration systemand integrated control panel. The offeror shall detail its corporate experience in
the design and nass production of punp nodules, filtration systens and integrated control panels. The offeror shall provide detailed
information about contracts performed for Government and commercial entities which denpnstrate rel evant experience in the design and
production of punp nodules to include filtration systems and control panels simlar to its proposed system

(3) Integration of fuel distribution systens. The offeror shall detail its corporate experience in the design and mass production
of integrated fuel distribution systems to include nmeasurenment of fluid |levels and volume neasurenents. The offeror shall provide
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detailed infornmation about contracts perforned for the Governnent and commercial entities which denpnstrate relevant experience in the
desi gn and production of integrated fuel distribution systems simlar to its proposed system

L.3 VOLUME |1l - PAST PERFORVANCE / SMALL BUSI NESS PARTI Cl PATI ON
L.3.1 ELEMENT 1 - PAST PERFORVANCE:

(Changed by Amendnent 0005) Provide information for your recent, relevant contracts, and those of your proposed significant
subcontractors, including Federal, State, and |ocal Governnent and private industry contracts. Significant subcontractors are
subcontractors, exclusive of raw material, whose total work contribution exceeds 10% of the total proposed price. Recent contracts are
your current contracts and those past contracts with any performance taking place approximately within three (3) years prior to the date
this solicitation was issued. Relevant contracts are those that are simlar in scope (products and/or processes) to the requirenents of
this solicitation. H ghly relevant contracts will tend to include contracts you have perforned as:

a. A manufacturer of petrol eumtanks

b. A manufacturer of punp nodules to include filtration systens and integrated control panels.

c. A systemintegrator for fuel distribution systens.

Do not provide past performance information for subcontractors who do not neet the definition of "significant" or do not neet the
definition of "recent".

1. For each of your recent relevant past contracts you shall provide the following information. It is inportant to provide conplete
information and to avoid providing information on contracts that do not represent relevant performance within the last three years.

Contract Nunber.
Contract Type.
Award Price/ Cost
Original delivery schedul e.
Final, or projected final, delivery schedule.
Your (and any significant subcontractors') CAGE and DUNNS numnbers.
Government or conmercial contracting activity address and tel ephone nunber.
Procuring Contracting Officer's (PCOs) or comrercial Point of Contact (POC) nane, telephone nunber and e-mail address.

i. Government or conmercial contracting activity technical representative or Contracting Officer's Representative (COR), tel ephone
nunber and e-nmil address.

j. Government or commercial contracting activity, and the nane, tel ephone nunber and e-mail address of the Admi nistrative
Contracting Oficer (ACO.

k. Description of scope of work requirenments and a discussion of simlarities between the contract scope and the scope of this
solicitation.

|. Description of the objectives achieved to date on the contract. Include an expl anation of instances where technical or
schedul e requirenents were not nmet and any corrective actions taken to avoid such problens in the future.

Se e a0 op

2. Cancellations and termnations. Identify any recent contracts, which have been terminated, or canceled for any reason, in whole or
in part. Include prinme contracts, contracts under which you were a subcontractor, and any of your significant subcontractors'
contracts. Provide the information requested in paragraph 1 above for any of these contracts. |f there were no cancellations or

term nations, please state that.

3. Corporate entities: |If any contract listed in 1 above was perforned by a corporate entity or division other than the corporate
entity or division that would performwork under the instant RFP, please identify themand indicate to what extent those entities wll
performthis effort. If they have relocated or changed ownership since performance of the listed efforts, please describe any changes

in terms of personnel, facilities, or equipnent, fromthose expected to performthis effort.

4. Key Personnel: |f you have limted or no recent or relevant past perfornmance, but have key personnel who will be playing a
significant role in this contract perfornmance and who have had significant and sinmilar responsibilities in conjunction with recent,
rel evant contracts or subcontracts of a previous enployer, we may consider the performance of these individuals in our evaluation of
performance risk. In order for us to consider such performance, please identify these key personnel, their roles and responsibilities
for their previous enployer and their roles and responsibilities as planned for the current requirenent of this solicitation. Also
provide simlar information to that identified in 1 above for those contracts that these key personnel were involved in with those
previ ous enpl oyers.

5. Predecessor Conpanies: Likewise, if you or a significant subcontractor only has relevant and recent performance history as a part
of a predecessor conpany, we may consider that past performance in our evaluation of performance risk. Please provide the infornmation
identified in 1 through 3 above for those recent, relevant contracts of that predecessor conpany.

6. We nmy use data you provide and data we gather fromother sources to evaluate past performance. Since we nmay not interview all the
sources you provide, it is incumbent upon you to explain all the data you provide. If we find past perfornance problens as a result of
the data you provide, we will not assunme the responsibility to find other data which nitigates or resolves the problens. That burden,
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of providing thorough and conplete past performance information, remains with you. W may assign a "higher risk" rating to your
proposal or reject your proposal if it does not contain the information requested.

L. 3.2 ELEMENT 2- SMALL BUSI NESS PARTI Cl PATI ON (changed by anendnent 0003)
This provision applies to every offeror (U S. and non-U.S.), regardl ess of size status or |location of its facility or headquarters.

a. Al offerors, including offerors who are either (1) themselves U S. small business concerns based on the NAICS code assigned to this
requirenent or (2) non-U S. based foreign firnms, are to identify the extent to which U S. snall business concerns would be utilized as
first tier subcontractors in the performance of the proposed contract. U.S. small business concerns are defined (1) in FAR 19.001 and
(2) by the criteria and size standards in FAR 19.102 for the applicable North American Industry C assification Systemcode. U'S Small
Busi ness concerns include small businesses (SBs), small disadvantaged businesses (SDBs), HUBZone small businesses (HUBZone SBs), wonan-
owned snall businesses (WOSBs), veteran-owned small businesses (VOSBs), service-disabled veteran owned snall businesses (SDVOSBs) and
historically black colleges/universities and mnority institutions (HBCU Ms).

If the prime offeror, (to include any U.S. small business concerns who are proposing as part of a joint venture or team ng arrangenent),
isitself a US small business concern, the offeror's own participation, as a SB, SDB, WOSB,

V0SB, SDVOSB, HUBZone SB, and/or HBCU M, wll also be considered small business participation for the purpose of this evaluation. |In
this event, the extent of prinme offeror participation as a U S. small business concern shall be detailed, as described below, in the
same manner as subcontracts to first tier U S. small business concerns.

Regardi ng Snal| business concern participation, offerors shall address anticipated subcontracting based on the offeror receiving a
single contract with delivery orders for each year of the 5 year IDIQ contract in the estinmated/total quantities specified in Section L,
Price Area. The required information shall be identified in a table format substantially in accordance with the follow ng exanple:

BASE YEAR
BUSI NESS CATEGORY Dol | ar anmount Percentage of SB Tot al

(al'l SubKs)* of SB Participation Subcontracting
(LB+SB) $43M 100%
SB $10M 23.3% ($10M of $43M
SDB $2. 15M 5. 0% ($2. 15M od $43M
WOSB $2. 36M 5. 5% ($2. 36M of $43M
VOSB $0. 3M 0.7% ($0. 3M of $43M
SDVOsSB $0.1 0.2% ($0. 1M of $43M
HUBZone SB $1. OM 2.3% ($1. OM of $43M
HBCU M $0. 15M 0. 4% ($0. 15M of $43M)

*Includes 1st tier subcontractors only; Interdivisional transfers are considered subcontracts; includes prinme offeror participation if
the prime is a U S. small business concern.

b. Al offerors, regardless of size and whether the offeror is a U S. or non-US. firm are to provide (individually for each base year
and for each option/out year (if any), the names of small business concerns (including the prime offeror if a small business concern)
who woul d participate in the proposed contract; the snmall business classification of each small business concern (i.e. SB, SDB, WOSB,
V0SB, HUBZone SB, and/or HBCU M; a short description of the specific services to be provided or conponents to be produced by each small
busi ness concern; and the estimated total dollars for each product or service. This data shall be provided in a table format
substantially as follows:

Base Year Nanme of Small Smal | Busi ness Descri ption of Tot al

Dol | ars Busi ness Concern Cl assification Ser vi ce/ Product Dol | ars
ABC Co. SB Wre $0. 50M
ABC Co. SB Pl ating $0. 75M
EFG Inc (Prine Oferor) SB, WOSB, VOSB Circuit Cards $1. 20M

c. As defined below, offerors shall also provide the follow ng:

(1) Oferors who ARE either (1) a U 'S. large business, as defined by the North American Industry C assification System code
applicable to this solicitation, or (2) a firmwhho has previously performed a contract containing FAR 52.219-9, are to provide a
description of their performance in conplying with the requirenents of FAR 52.219-9, including docunentation of their acconplishnent of
the goals established under Subcontracting Plans of prior contracts. This data shall include contracts perforned over the last three
(3) calendar years. Firms which have never held a contract incorporating FAR 52.219-9 shall so state.

(2) Al offerors who ARE NOT either (1) a U 'S. large business, as defined by the North American Industry C assification System code
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applicable to this solicitation, or (2) a firmwho has previously performed a contract containing FAR 52.219-9, shall substantiate their
proposed approach to neeting the requirenments of FAR 52.219-8. Substantiation may include providing (1) a description of the offeror's
performance, over the past three (3) calendar years, in conplying with the requirements of FAR 52.219-8 (Note: if the offeror has not
performed a contract, over the past three (3) years, which included FAR 52.219-8, the offeror shall so state); (2) a description and
avai | abl e docunentation of any nmethods or techniques used to pronote small business participation; (3) any listings of U S small

busi ness concerns who are subcontracting candidates; (4) the internal procedures used to nonitor snmall business participation during
contract performance, and/or (5) any other information substantiating that the offeror will satisfy the requirenments of FAR 52.219-8.

L.4 VOLUME |V - PRICE AREA
L.4 PRI CE AREA

L.4.1 GCeneral: The Price Area volune shall include all data and information necessary to allow for an assessment of the realism and
reasonabl eness of the offeror's proposed prices. Realismseeks to determ ne whether the proposed prices are reflective of and
consistent with the proposed technical approach in acconplishing the requirements and objectives of the solicitation. Reasonableness is
defined as a price that does not exceed what would be incurred by a prudent person in the conduct of conpetitive business. O her
significant aspects of the pricing proposal include the follow ng:

(a) the estinated price to the Government nust reflect the use of prudent judgnent and sound business practices. Sound business
practices include conpliance with applicable Government contracting regul ations and proper estimating and accounting of costs.

(b) the price volune nust be consistent with the offeror's technical solution. The consistency between the offeror's price and
techni cal approach reflects upon the offeror's understanding of the requirenents and their ability to performthe effort contained in
the statenent of work. Any inconsistency, if unexplained, raises a fundamental question as to the offeror's inherent understanding of
the required work and their ability to performthe work at the stated price.

L.4.1.1 Oferors shall submit their Price Area Volunme in both hard copy (2 each) and electronic format (2 each). El ectronic submi ssion
shal | use Mcrosoft O fice Package; Excel for spreadsheets and Word for narrative files. Subnmitted electronic spreadsheets nust contain
all formulas and conputations which calculate out to the proposed ambunts. Print image files or files containing only values are not
accept abl e.

L.4.1.2 O ferors shall be held accountable for the validity of all information contained in their proposal. The Governnent does not
assurme the duty to search for data to cure problemareas it may find in the proposal. The burden of providing thorough and conplete
pricing information remains with the offeror. Should subsequent investigation uncover that the facts and/or conditions were not as
stated, the proposal may be rejected.

L.4.1.3 To supplenent the evaluation conducted by the Source Selection Eval uation Board, TACOM nay request assistance from your
cogni zant DCAA or DCMAO office. As such, offerors shall provide notice within its proposal as to which DCAA office is responsible for
audit or the DCMAO of fice which adm nisters your Governnent contracts along with a point of contact, phone nunber and e-mail address.

L.4.2 Proposal Structure: The instructions that follow are not intended to be restrictive or all inclusive. O ferors may subnit any
other cost or financial information they consider relevant and useful in the evaluation of their cost proposal. Pricing information is
required for those Contract Line Item Nunmbers (CLINS) contained in Section B of the solicitation as well as data itens fromthe CDRL
listing where a request for a separate price is indicated. Oferors should note where the instructions ask for pricing based on a total
val ue and those itenms where unit pricing is requested.

The requirenments identified in the solicitation and which serve as the basis for the pricing proposal include the followi ng efforts:

** LMFF First Article Test Units
Punp Modul es
Tankr acks
** LMFF Production Units
Years 1 through 5.
** System Support Package
** Log Deno
** Training for FAT
** Training for |OT&E
** | KP Training
** Contract Data Itens
** Short termand | ong term packagi ng
**Option Years 6 through 8.
** New Equi prent Training (Option)
** (RESERVED) changed by anmendnment 0004)
** Field Service Representatives (option)
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L.4.2.1 Projected Quantities. Oferors shall utilize the follow ng projection of quantities per programyear in developing their
pricing. Sonme requirenments will not require annual/programyear pricing, rather, the value shall be based upon an occurrence of the
event and/or session. The projected quantities per requirement and the manner in which the pricing shall be submtted is as follows:

LMFF 1st Article and Production Units

FAT  Prod.
Yrl Yrl Yr2 Yr3 Yr4 Yr5
Tank Racks 18 14 42 306 378 792
Punmp Mbdul es 6 2 6 34 44 88

LMFF Test Support (Sec C. 14 and C. 15)

O ferors shall price out all Test Support related activities which are addressed in Section C of the solicitation. Efforts such as the
follow ng constitute the Test Support function ...Logistics Denpnstration (LD) Plan; LD Test and rel ated support; LD Introductory

Trai ning session; SSPs; Contractor Support of Government Testing. The quantity for this effort is projected to be 1 |ot.

Contract Data Itenms (CDRLS)
An attachnment included in the solicitation identifies each CDRL requirenment and whether they should be priced or not-separately priced
(NSP). O ferors shall adhere to those instructions for the CDRLs requirenent.

Trai ning (Section C. 18)
O ferors shall address all of the Government's training needs specified in the solicitation. Pricing shall be presented on a 'per
course' basis.

New Equi prent Trai ning (Section C. 19)
O ferors shall furnish pricing on a 'per course' basis.

Contractor Field Service Representatives (Section C. 21)
O ferors shall base their pricing for Field Service Representatives on a 'per man-day' basis, exclusive of travel and subsistence costs.

L.4.3 Presentation of Cost Data. The offeror, as an independent contractor and not as an agent of the Government, shall provide all

| abor, materials, supplies, services, facilities and equi pment necessary to acconplish the requirenents within the statement of work.
The offeror is required to subnmit a sufficient |evel of cost data in support of the proposed anmounts for each of the efforts under
contract. The level of detail nust be sufficient to allow the Governnent to performits assessnent of the reasonabl eness and realism of
the proposed ampbunts. Al cost elenments nust include a brief witten narrative which describes the purpose of the elenent and its

met hod of derivation. The narrative shall be suitable for detailed analysis and traceable to its relevant cost within the price
schedule. Any efforts perfornmed by a subcontractor shall also be described and supported with the sanme |evel of detail as required of
the prime contractor. Al costs nust be in U S. Dollars only, including ambunts for the prime contractor or any of its subcontractors.
Additionally, all costs nust be provided in "then-year" dollars for each of the performance (production) periods.

L.4.3.1 Oferors shall submt cost data in support of the follow ng elenents as they apply for each CLIN. Any other cost elenents not
identified below, which are part of your proposal cost, shall also be explained and supported. Failure to adhere to these instructions
may result in the rejection of your proposal.

L.4.3.1.1 Materials (Raw Material/Purchased Parts). Provide a priced Bill of Mterial (BOM for each CLIN. The follow ng information
shal |l be included in the BOM part nunber (if applicable), nomenclature, vendor nanme, quantity per unit, unit price, extended price,
basis of price (quote, estimate or history) and indicate whether the itemis sole source or conpetitively priced. Narratively address
any escal ation adjustnments, contingencies or negotiation challenges associated with the material costs.

L.4.3.1.2 Labor Hours (Manufacturing and Engineering). Provide a breakdown of the |abor hours associated with the manufacturing and
engineering (if applicable) efforts involved for each CLIN and CDRL requirenment. |dentify each |abor category and/or classification
having its own |abor rate and in accordance with your accounting system Provide a narrative explanation for the basis of the proposed
I abor hours, including how the inpacts fromlearning may reduce the nanufacturing hours across production years.

L.4.3.1.3 Labor Rates. |Identify the |abor rates for each | abor category and/or classification that are applied against the proposed
hours for each CLIN and CDRL requirenent. Provide a narrative explanation of how the rates were devel oped. Address any econom c
adj ustnments made to the | abor rates across program years.

L.4.3.1.4 Indirect Rates. |ldentify the indirect rates included in devel opi ng programyear costs for each CLIN and CDRL requirenent.
Indirect rates include, but are not limted to, Overhead, Fringe Benefits, Mterial Burden, General and Adm nistrative Expense. Provide
a narrative which explains the basis for the indirect rates. Also provide for those rates contained in your proposal what the
actual / booked rates were for the preceding two years (per accounting year) and explain any significant variances between these
historical rates and the rates used in your proposal. |If your rates are based on a negotiated Forward Pricing Rate Agreenent (FPRA),
furnish the POC of the Governnent agency with whomthey were negotiated and the date of settlenent.

L.4.3.1.5 Oher Direct Costs. ldentify any other direct costs included in your proposal that are necessary to acconplish the efforts
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under each CLIN and CDRL requirenent. Exanples may include, but are not limted to, equipnent, tooling, travel. Provide an explanation
of the purpose for these itenms and the basis of their price.

L.4.3.1.6 Profit. ldentify the profit rate included in the prices for each CLIN and CDRL requirenent. Provide an explanation for the
basis of this rate.

L.4.4 Section B identifies certain CDRL requirenents that are not-separately-priced (NSP). For these NSP CDRLs, offerors shall
provide, for informational purposes only, the total cost for each CDRL, and indicate which CLINthe CDRL is allocated to.

*** END OF NARRATIVE L 001 ***
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SECTI ON M - EVALUATI ON FACTORS FOR AWARD
ENCLOSURE M

M1 BASIS OF AWARD

M 1.1 Determination of Responsibility It is DOD policy (FAR Part 9.103) that contracts be placed only with responsible contractors,
that is, contractors who satisfactorily performthe necessary tasks and/or delivery of the required iten(s) on a tinmely basis.
Prospective offerors, in order to qualify as sources for this acquisition, nust be able to denpnstrate that they neet the standards of
responsibility set forth in FAR 9.104.1 and FAR 9.104-3 (b). In addition, the Government may assess the offerors financial capabilities
to neet the solicitation requirements. Accordingly, the Government reserves the right to reject an offeror who is considered unable to
satisfy the Governnents requirements set forth in the solicitation. The Government reserves the right to conduct a pre-award survey on
any or all of the offerors, or their significant subcontractors, to aid the Procuring Contracting Officer (PCO in the responsibility
determ nation. No award can be nade to an offeror who has been deternmined not to be responsible by the PCO

M 1.2 Ceneral. Proposals submtted in response to this solicitation will be evaluated on a best value basis, utilizing the trade-off
process. The governnent will weigh the nerits of the evaluated non-cost areas against the evaluated cost of each offerors proposal. The
trade-of f process provides the flexibility to select the proposal that offers the best value, which may not always be the | owest cost
alternative. The objective of the evaluation is to select a source that provides superior technical capability and lowrisk at a
reasonabl e and realistic price. The Government will select that offeror whose proposal reflects the best overall value in neeting that
obj ective.

M1.2.1 The selection of the successful offeror will be made follow ng an assessment of each proposal against the solicitation
requirements and the evaluation criteria. Proposals which are unrealistic in terms of technical or schedule conmtnents or
unrealistically high or lowin cost will be deenmed reflective of an inherent |lack of technical conpetence or indicative of a failure to
conprehend the magnitude of the requirenments set forth in the solicitation. Such lack of technical conpetency or an unrealistic or

unr easonabl e cost situation may be grounds for rejection of the proposal.

M 1.2.2 Proposal s containing significant inconsistencies between the proposed technical performance and cost, if unexplained, nay be
grounds for rejection of the proposal due to an offerors m sunderstanding of the work required or their inability to performin any
resultant contract. Offerors are further cautioned that their costs nust be fair and reasonabl e, balanced and consistent with their
techni cal approach. Any offer failing to neet these criteria may be rejected. An unbal anced offer is one where the costs are
significantly high or low for one given period versus another period. The offerors price nust denpnstrate a direct relationship between
the effort expended and its cost.

M 1.3 The decision as to which offeror will performin the best interests of the governnent will be based on a conprehensive eval uation
of the conpeting proposals. This is a Best Value Acquisition using the trade-off process. As such, the SSA, in making the final Source
Sel ection Trade-Of judgnent, will weigh the merits of the non-Price areas of the proposal against the Price area in arriving at their
final source selection decision. The trade-off between the non-cost areas against the total evaluated price, could result in an award
to soneone other than the |owest bidder. However, the closer the evaluations are in the non-cost areas, the nore significant does cost
becorme. Notwi thstanding the fact that cost is not the nbst inportant area in the evaluation, it may becone controlling when (1) two or
nore proposals are otherw se considered equal; (2) an otherw se superior proposal is unaffordable; (3) the advantages of a proposal wth
a high cost are not considered to be worth paying the price premum or (4) when an offeror proposes prices that pose an unacceptabl e
level of risk to successful contract perfornance.

M 1.4 Selection of successful Offeror:

a. The Governnent intends to award one Indefinite Delivery Indefinite Quantity (IDIQ contract to the offeror whose proposal offers the
best value to the Government. The Government will weigh the nerits of the evaluated proposals (other than price) against the eval uated
price. The Government will consider the relative advantages and di sadvantages of each proposal in its determ nation of which proposal

offers the best value. The Governments program objective for the LMFF is a non-devel opnental item approach due to current |evel and/or
availability of commrercial technol ogy, using readily adaptable comercial conponents nodified to meet LMFF requirenments with |less risk
and to accelerate fielding of a system

b. Rejection of Ofers: The Government may reject any proposal which:

i. merely offers to performwork according to the RFP ternms or fails to present nore than a statenment indicating its capability to
conply with the RFP terms w thout support and el aboration specified in Section L of this solicitation; or
ii. reflects an inherent |ack of technical conpetence or a failure to conprehend the conplexity and risks required to performthe
RFPs requirenents due to subm ssion of a proposal which is unrealistically high or lowin price and/or unrealistic in terms of technical
or schedule comitnents; or
iii. contains any unexplained significant inconsistency between the proposed effort and Price, due to the offerors apparent
m sunder standi ng of the work required or its inability to performany resultant contract;
iv. fails to nmeaningfully respond to requirenments of Section L, Proposal Subm ssion |nformation; or
v. is materially unbalanced as to price. An offeror is materially unbalanced as to price when, in the judgnment of the PCO it
cites prices that are significantly less than cost for some work and significantly nore then cost for other work.
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M 2 Eval uation Process

a. Evaluation. The Governnent will have a Source Sel ection Evaluation Board (SSEB) eval uate proposals submtted by offerors. The SSEB
wi |l assess the advantages, disadvantages, and relative risks associated with each offeror and proposal, and then assign an appropriate
adj ectival rating for each area and el ement eval uated (except in the Price area), and narratively support the rating. The Governnent
reserves the right to reject offers, in accordance with M1 above, without eval uation.

b. Risk Assessnment: The CGovernment will assess the risk of successful or unsuccessful performance of each eval uated proposal. Ri sk
is defined as the probability that the offeror will not provide goods and/or services in accordance with the ternms and conditions of the
contract.

c. It is inportant to note the distinction between proposal risks and performance risks. Proposal risks are those risks associated
with an offerors proposed approach in nmeeting the Government requirenents. Proposal risk is assessed by the SSEB and is integrated
into the rating of the Technical/Experience and Price Areas. Performance risks are those risks associated with the probability an
offeror will successfully performthe solicitation requirements as indicated by that offerors record of past and current perfornance,
and is associated with the Past Perfornance/ Small Business Participation Area.

d. Desired Performance Requirenents (applicable to the Technical Approach El enment of the Technical Area only): The Technical Approach
El ement of the Technical Area includes assessment of two desired perfornmance characteristics. Shoul d the offeror propose to neet a
desired performance characteristic, the risk of successfully acconplishing that |evel of performance will be evaluated. To receive
credit for the desired performance characteristic, the offerors proposal nust denpnstrate to the Governnent that the desired performance
characteristic is achievable at no greater than noderate risk. Proposals which are evaluated to have nore than noderate risk associated
with nmeeting the proposed desired level, or which are deened to increase risk associated with neeting other technical requirenents to
either high or very high risk, will be given no additional credit nor will they be considered advantages to the Government. |If the
Gover nment eval uati on shows that an offeror has denonstrated, in accordance with Section Mevaluation criteria, that he can achieve a
particul ar desired performance objective, it will be noted as an advantage in the el ement and area assessnent to which it bel ongs.
Advant ages may also result in an increase in the assigned rating for the appropriate elenent and area. |f Governnent eval uation of the
proposal indicates that achievenent of the proposed desired characteristic is likely with noderate risk, the specified proposed desired
characteristic so evaluated will be included as a requirenment of the resulting contract. The Desired Performance Characteristics within
the Technical Approach El enment of the Technical Area subject to this provision are identified as follows:

Desired Perfornmance Characteristics: (1) Meet 3,000 gallon capacity of the tankrack
(2) Meet 600 Gallon Per Mnute filtered flowrate for Punp Mdul es

M 3 Evaluation Criteria
M3.1 Eval uation Areas. The three evaluation areas are:

Techni cal

Past Perfornmance/ Snall Business Participation

Price
The Technical Area is nost inportant and is nore inportant than either the Past Performance/ Snall Business Participation Area or the
Price Area. The Past Performance/ Small Business Participation Area is slightly nore inportant than the Price Area. Additionally, as
required to be defined by FAR 15.304(e), the non-price areas, when conbined, are significantly nore inmportant than the Area of Price.

M 3.2 Eval uation Areas/El enents

The Technical Area consists of 2 Elements, Technical Approach and Experience. Wthin the Technical Area, Element 1, Technical Approach
is significantly nore inportant than Element 2, Experience.

M3.2.1 Elenent 1 Technical Approach

(a) Tank Capacity and Weight.

The CGovernnent will assess the proposal risk probability that the offeror will neet the tank capacity and wei ght requirenents of

Pur chase Description (PD) ATPD 2336 paragraphs 3.5.6.1.1 Capacity and 3.5.4 Wi ght. Additionally, the Government will assess the risk
of achi everent of neeting the desired capability of a 3,000-gallon capacity tank-rack.

(b) Control Panel.

The proposed control panel will be evaluated for risk in the application of the proposed technology and its accuracy, resolution and
repeatability in measuring the level and volunme of the tankracks positioned on a slope of up to 5 degrees in any direction. Oferors

proposed control panel wll also be evaluated for reliability and robustness and user interface and clarity.

(c) Punmp Filtration Module.
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The proposed Punp Filtration Mddule will be evaluated for risk based on the inclusion of all required conponents, features and
interfaces to achieve performance and functionality. Additionally, the justification of estimted performance and the desired capability
of neeting 600 Gallons per mnute filtered flowrate will be evaluated for risk using the data descriptions provided and the total

wei ght of the punp filtration nodul e as described.

M 3.2.2 Elenent 2 - Experience

The Technical Experience Elenent will assess the proposal risk probability that the prine offeror and any proposed subcontractors will,
based upon the depth and breadth of experience and in |ight of the proposed performance approach, successfully performin accordance
with the RFPs Statement of Work and Purchase Description.

This assessnment will specifically include an evaluation of the probability that the offeror, based on his and his subcontractors
experience, background and know edge, will be able to successfully nmeet the performance requirenments of the RFP.

The foll owing 3 paragraphs focus on characteristics of the LMFF which are relevant to the system being procured and are val ued as
approxi mately equal under the experience elenent.

M3.2.2.1 Tank and Tank-rack nmodul e Experience. The Government will assess the proposal risk probability that the offeror will be
abl e to design and produce a tank rack nodul e which nmeets the requirenments of the Purchase Description (PD) ATPD 2336 Paragraph
3.5.6.1, based upon the offerors detailed description of its experience with simlar tanks designed and produced to contain bul k
petrol eum products which neet Departnment of Transportation (DOT), OSHA and EPA or equival ent international requirenments and standards
for the transport of hazardous petrol eum products.

M 3.2.2.2 Punp Mddul e Experience. The Government will assess the proposal risk probability that the offeror will be able to design and
produce a punp filtration nodul e which nmeets the requirenments of the Purchase Description (PD) ATPD 2336 Paragraph 3.5.6.2, based upon
the offerors detailed description of its experience with simlar punp and filtration npbdul es produced to handl e the refueling of both
ground vehicles and aircraft.

M 3.2.2.3 Integration of Fuel Distribution Systens Experience. The Government will assess the proposal risk probability that the
offeror will be able to integrate the conponents of the LMFF into a system which neets the requirenents of the RFP based upon the
offerors detailed description of its and its subcontractors experience in designing and producing a simlar fuel distribution system

A superior proposal would generally reflect significant experience in all three of the elements described above.

To the extent that an offeror and its significant subcontractors have limted or no experience regarding the three el enents above, but
have key personnel who will be playing a significant role in this effort who do have rel evant experience, the key personnel may be
considered in the Governments eval uation. Key Personnel experience may be considered to the extent that the experience is recent
(within 3 years of issuance of this solicitation) and relevant (in terms of its simlarity to the current procurenent), and is a

meani ngful and credi bl e predictor of the proposal risk probability that the offeror and its significant subcontractors will be
successful in performng the scope of work requirements of the RFP.

M3.2.3 Past Perfornmance/ Snall Business Participation Area

This area is conprised of two elenents. Elenment 1 is significantly nore inportant than
El ement 2.

M3.2.3.1 Elenment 1. Past Performance: (Changed by Anendnent 0005)

The governnent will assess each offeror's risk that they will not be able to neet the contract delivery schedul e and neet contract

requi rements based on an assessnent of their current/recent and rel evant previous performance. Only rel evant performance on projects and
prograns whi ch have taken place in the last three years will be considered. |f an offeror does not have recent and rel evant performance
history, we will assign a risk rating of unknown risk which is neither favorable nor unfavorable.

In eval uating each offeror's performance history, the Governnent will |ook at the
offeror's delivery perfornance, and that of any significant subcontractors, against the contract's original delivery schedul e
unl ess the del ay was CGovernnent caused. Schedul e extensions that were the fault of the offeror, or a proposed subcontractor's
fault, even if consideration was provided, will be counted against the offeror. The Government will also evaluate general trends in
past performance, including denonstrated corrective actions. The Governnment's evaluation of each offeror's past performance will be
assessed in ternms of the offeror's performance risk as well as that of each proposed significant subcontractor. Performance risk
will be assessed on the follow ng:

conpliance with contractual ternms and conditions;

adherence to schedul es and mission requirenents;

denonstration of the ability to overcome program technical, or schedule difficulties;
responsi veness to technical direction;
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ability to solve business nmanagenent probl ens w thout extensive guidance fromthe procuring activity;
responsi veness and reasonabl eness with regard to negotiating changes and nodi fications;

adequacy of |abor force in ternms of qualifications to performthe work required;

willingness and ability to integrate as a teamwi th the government and/or other contractors;

ability to retain a stable work force for the termof the contract;

exerci se of proper managenent control over personnel;

exerci se of proper managenent control over the subcontractor(s);

adequate work control procedures in place;

adequat e estimating system (accuracy of proposals, consistency and quality of estimates);

devel opnent and use of key personnel .

M3.2.3.2 Elenment 2. Snull Business Participation:

(a) The Government will evaluate the extent of small business concern participation in terms of the percentage of total subcontracted
dol l'ars which the offeror credibly proposes to subcontract to U S. snall business concerns (SB, SDB, WOSB, VOSB, HUBZone SBs and/or
HBCU M's) in the performance of the contract. For the purpose of this evaluation, the extent of prime offeror (or joint venture
partner/team ng arrangenent) participation in proposed contract performance, where the offeror is a U 'S small business concern, for
the NAICS code applicable to this solicitation, will also be considered small business participation.

(b) The evaluation will include the follow ng:

(1) the extent to which the proposal identifies participation of U S. small business concerns (to include, as described above, the
participation of the offeror if it is a US. small business concern). The extent of participation of such concerns will be evaluated in
terns of the percentage of the total subcontract ampunt (to include, as described above, the extent of participation of the offeror if
it is aUS smll business concern);

(2) the conplexity of the items/services to be furnished by U S. small business concerns;

(3) an assessnent of the probability that the offeror will satisfy the requirements of FAR 52.219-8/9 (as applicable to the offeror) and
achieve the levels of Small Business Participation identified in the proposal. This assessnent will be based upon both (a) a proposal
risk assessnment of the offerors proposed Small Business Participation approach, and (b) a performance risk assessnment of prior

achi evenents (past perfornmance) in satisfying commtnments and requirenents under FAR 52.219-8/9; and

(c) Oferors are advised that they will be evaluated, under the Small Business Participation Area, based upon the risk, and extent, of
the offeror credibly achieving the Governnent's goals for U S. snmall business concern participation. Goals include (1) U S. snall

busi ness concern participation of 23%or nore, (2) U S snall disadvantaged busi ness concern participation of 5%or nore; and (3) U S.
smal | business concern participation by furnishing itenms/services of extreme conplexity.

M4 PRI CE AREA

M4.1 Price Area Evaluation Criteria. An assessnent will be nade of each offeror's proposal to deternmine the realismand reasonabl eness
of the proposed prices to acconplish the solicitation requirenents and objectives. Realism neasures "does the proposal price accurately
reflect the offeror's technical approach in neeting the solicitation requirements and objectives, as well as an expectation that the
solicitation requirenments and objectives will be met at a price that will not result in a net loss to the offeror”. Reasonabl eness

exi sts when you are offered a price that does not exceed what would be incurred by a prudent person in the conduct of conpetitive
business. The Covernment nay reject a proposal which is not realistic, or not reasonable, as to price.

M4.1.1 In conjunction with an assessnent of realismand reasonabl eness, the evaluation teamw || calculate a "Total Evaluated Price"
that will be considered in the trade-off process. The Total Evaluated Price shall consist of the sumof:

a. The proposed unit prices for the tank rack and punp nodule for test units and years 1 through 5 production (*to include the
anount for short term packaging for all tankracks and punp nodules for test units and years 1 through 5 production units except for one
of each type for each year, which will be evaluated to include the amount for |ong term packaging) CLINs, extended by the estimated
quantities in Section B of the solicitation, and

b. The proposed prices for all other CLINs (besides tank racks and punp nodul es), based on the maxi mum quantities (where applicable)
that the Government can order, and

c. Covernnent-assessed transportation costs for the tank rack and punp nodule CLINs. For the purposes of this transportation cost
assessnment, the Government shall assune that the first 6 punp nodules and the first 42 tank racks (3 conplete LMFF Systens) shall be
shipped to Ft. Lewis, WA, and that all remaining shipnments shall be divided equally between Ft. Lee, VA and Ft. Hood, TX

*Clarification Ordering Year Tank-racks Punp Modul es
(short ternllong term pkg.) (short termlong term pkg.)

1(test units) 18/ 0 6/0

1 13/1 1/1

2 41/ 1 5/1

3 305/1 33/1
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